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  The goal of this project was to study the deliquescence kinetics of aerosol 
particles of atmospheric significance. In the course of this work a novel experimental 
method was developed, which utilizes the measurement of the water vapor loss in laminar 
aerosol flow to determine vapor uptake on the aerosol surface. The newly designed flow 
tube apparatus uses a system of Nafion based dryers and humidifiers, which greatly 
simplifies the optimization and control of the relative humidity in the aerosol flow. The 
design, which also utilizes a movable inlet, enables easy variation of the aerosol 
residence time in the deliquescence reactor, while keeping other experimental conditions 
constant.  
  In this study, a numerical retrieval procedure was used to characterize aerosols in 
situ from their IR extinction spectra. The procedure allows that the aerosol size, number 
distribution, phase and composition be determined, provided the optical constants of all 
the components (materials) comprising the aerosol are known. For the purpose of 
studying the deliquescence kinetics of ammonium sulfate aerosol and monitoring their 
evolution from solid to liquid (state), we have acquired a set of optical constants for a 
range of (NH4)2SO4 compositions. A set of experiments in a somewhat modified flow 
tube set up was performed to produce AMS aerosols of known composition, including 
solid, saturated (water) solution (40 % wt.) and a series of diluted solutions with 
composition ranging between 40 and 10 % wt. in 5 % increments. The IR spectra of these 
model aerosols were used to derive the optical constants, using an inversion method 
proposed by Clapp. The derived refractive indices, which cover the spectral range from 
590 to 5990 cm-1 with 2 cm-1 resolution, were compared with those already available in 
the literature. Using various examples to compare the quality of fittings to experimental 
spectra, we demonstrated that our optical constants present an improvement relative to 
those previously reported by B. Toon’s (for crystalline AMS) and S. Martin’s (for AMS 
solution).  The suitability of applying this procedure to ammonium sulfate aerosols and 
its sensitivity to spectral range was also investigated and discussed.  
  
 iv
 As a preparatory step for the deliquescence kinetics study, our new flow tube 
apparatus and the tools for the characterization of aerosol were verified in a standard 
deliquescence experiment performed on (NH4)2SO4 aerosols. The deliquescence process 
of an equilibrated aerosol flow was monitored as a function of increasing humidity and 
the deliquescence relative humidity (DRH) determined to be 79.6 ± 0.85 % which is, 
within experimental uncertainty, in an excellent agreement with the results reported by 
other research groups. 
 In the kinetic experiment, a flow of solid (NH4)2SO4 aerosols is pre-humidified to 
a humidity close to, but enough below DRH that there is no detectable amount of liquid 
aerosols in the system. Such an equilibrated aerosol flow was introduced to the 
deliquescence reactor where it is further humidified in a controllable manner, by varying 
the position of the movable inlet. The amount of water transferred to the aerosol through 
the Nafion membrane was closely monitored, as well as the resulting increase in the 
water content in the aerosol flow (both gaseous and liquid). This was achieved by 
measuring the RHs and flow rates of the aerosol and humidification flow, and the 
characterization of aerosol composition and concentration using their IR spectra. The 
experimental conditions and aerosol residence times in the reactor where chosen such that 
no other diluted solution except for saturated (NH4)2SO4 droplets were produced in the 
process. The number distribution of deliquesced aerosols and the corresponding change 
in the water content in the aerosol flow were used by a newly developed kinetic model to 
determine the kinetics of the deliquescence process. Assuming fully developed laminar 
flow conditions, the water vapor concentration in the flow and its depletion in the 
presence of aerosol was modeled, to retrieve the value of the water vapor uptake. In the 
case of micron-sized ammonium sulfate aerosols, which were used in this study, the 
uptake coefficient,γ, was determined to be 0.0072 ± 6.54x10-3. The uncertainty associated 
with this value, as well as the suggested improvements to the experimental procedure and 
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It is well known that atmospheric aerosols (fine solid particles or liquid droplets 
suspended in air) have an important impact on global climate, environment and human 
health. Their role in these eco- and bio-systems is rather complex, since in a given 
process they can be involved both physically and chemically. In order to better 
understand the influence of aerosols on these systems, it is necessary that their physical 
and chemical properties, as well as their abundance and distribution in the atmosphere be 
well known. Recently, an increasing amount of research has been dedicated to 
characterize atmospheric aerosols and better understand the physical and chemical 
phenomena involved. 1,2 
One of the initial steps in this is to identify the major sources and sinks of 
atmospheric aerosols, the rates of their emission (and disappearance) and evaluate 
(accurately) their amount, composition, and distribution in the atmosphere. In the most 
general sense, aerosols are identified as those that originate from natural sources and 
human activity. Sea salt, windblown dust, volcanic emissions, and biomass burning are 
considered as the primary sources of natural aerosols, while industrial processes, 
transportation and waste disposal are considered major anthropogenic sources. Apart 
from being emitted from primary sources directly into the atmosphere, aerosols can be 
also formed in situ from gaseous precursors. These secondary aerosols are typically 
classified into several major groups according to their composition and abundance, such 
as sulfates, nitrates, or carbonaceous matter. In the year 2000, the total production rate of 
aerosol particles was estimated to be approximately 5975 Tg year-1(see Table 1.1).3 
According to this compilation of data, around 93% (mass) of this amount is due to natural 
sources (primarily sea salt and mineral dust) and 7% due to human activity. It is also 
interesting to observe that while more than 98% of natural aerosols are primarily emitted 
directly in the atmosphere (as primary aerosols), the anthropogenic aerosols  from 
primary sources and those formed in situ have comparable contribution (around 50-50%). 
 
 2
Table 1.1: Estimates for global production rates of particulate matter from 




















A vast majority of the particulate matter is found in the troposphere (a region 
located below 11 km altitude), with the concentration of aerosol particles further 
decreasing with increasing altitude. Although the areal distribution and the concentration 
of aerosols are strongly related to the proximity of sources (primary and secondary), they 
may also vary greatly due to a number of factors. For instance, the transport of aerosols 
via natural circulation (in the atmosphere), variation in the life-time of aerosols due to the 
difference in size and chemical composition or, in the case of secondary aerosols, the 
probability that the adequate reaction conditions are met for in situ formation. These are 
just some of the factors that contribute to the non-uniform distribution of aerosols, which 
is often difficult to predict.  
Source type Amount Tg/year 
    Natural sources 
        Direct emissions 
                  Sea salt 
                  Mineral dust 
                  Biomass burning 
                  Biogenic material  
        Subtotal  
        Secondary production  
                  Sulfate  
                  Nitrate  
                  Hydrocarbons 
       Subtotal 















    Anthropogenic sources 
       Direct emission  
                  Fossil fuel burning 
                  Industrial dust 
       Subtotal  
        Secondary emission 
                  Sulfate  
                  Nitrate  
                  Hydrocarbons 
        Subtotal  












Sum total 5976 
 3
Similarly, the composition of tropospheric aerosols may be very complex due to 
the multitude of sources and a variety of removal mechanisms. Furthermore, individual 
aerosol particles may consist of one or more chemical species, the exact composition 
being difficult to determine. For simplicity reason, they are often treated as equivalents or 
derivatives of the major aerosol species present in the atmosphere, such as sulfates, 
nitrates, volatile organics or black carbon. For some other purposes, however, it may be 
more useful to think of the atmospheric particles as belonging to one of the following 
categories: water soluble inorganic compounds, water insoluble inorganic compounds 
(minerals), and organic compounds.3  
As can be seen from Table 1.1, sulfate aerosols represent a significant fraction of 
atmospheric (and subsequently tropospheric) aerosols. It is estimated that only around 5% 
of sulfate aerosols are directly emitted into the atmosphere while 95% formed in situ via 
gas-to-particle conversion from SO2 as a precursor. Since SO2 is the final oxidation 
product of all other sulfur gases in the atmosphere (which is further converted to sulfates 
SO42-), sulfate aerosols represent the total load of all sulfur-based emissions into the 
atmosphere. 
Table 1.2: Summary of natural sources of sulfur in the atmosphere (Tg year-1) in 
2000.3 
Source DMS SO2 Others (H2S, CS2, OCS) 
Oceans 31-80.6 - 0.84-1.91 
Costal wetlands 0.01-1.12 - 0.18-3.37 
Soils and plants 0.19-1.49 - 0.13-1.91 
Volcanoes - 22.8-28.8 0.58-2.05 
Biomass burning - 7.78 0.04-0.26 
Other - - 0.27-0.89 






Table 1.2 shows relative contribution of major natural sources of sulfur in the 
atmosphere. 3 It can be seen that DMS, produced by marine phytoplankton and SO2 from 
volcanoes and biomass burning are the largest contributors to the natural sulfur (loading) 
in the atmosphere. It should be noted that during volcanic eruptions the bulk of the gasses 
including SO2 is ejected to the stratosphere, hence these emissions do not contribute 
significantly to the tropospheric load of sulfur.  
On the other hand, anthropogenic aerosols and their precursors are emitted 
primarily into the troposphere and are thus concentrated predominantly around industrial 
and urban areas. The major anthropogenic sources and their contribution to the overall 
sulfur emission are summarized in Table 1.3. 













Combustion of coal 3233 62-55.7 60.0 
Combustion of petroleum 
and its products 
6699.3 29.1-25.9 28.1 
Smelting of nonferrous 
ores 
25.1 10.7-6.8 10.4 
Sulfuric acid 105.7 1.3-0 
Pulp and paper 240.1 0.3-0 
 
1.5 
Total emissions  103.4-88.4  
As it can be seen, sulfate aerosols represent about 45% of all man-made aerosols 
in the atmosphere (and most of the total sulfate load in the troposphere), with the 
industry, combustion and transportation being the largest contributors. Sulfate aerosols 
detected in the atmosphere contain H2SO4 and NH4HSO4, (NH4)2SO4, (NH4)3H(SO4)2 
(depending on the degree of sulfuric acid neutralization with ammonia). Sulfur gases in 
the atmosphere are oxidized to SO2, to SO42- and further converted into H2SO4. In the 
lower troposphere where there is a high concentration of NH3, (NH4)2SO4 is the dominant 
form of sulfate aerosol.  
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Ammonia ions in the troposphere result from a gas-to-particle conversion of NH3. 
Three major sources are identified to contribute to the amount of ammonia in the 
atmosphere. It is estimated that about 20-35 Tg/year of ammonia worldwide comes from 
metabolic decomposition of organic waste like manure from livestock and wildlife.3-5 
Somewhere between 1.2 and 8.1 Tg/year of it is emitted by chemical industries 
(production of fertilizers and compounds used in the refrigeration system) and motor 
vehicles.3 Finally, a significant amount of ammonia comes from the use of fertilizers in 
agriculture. Depending on the relative amounts of the SO4-2 and NH4+ present in the 
atmosphere and the subsequent degree of neutralization, sulfate aerosols can occur in the 
form H2SO4, NH4HSO4 and (NH4)2SO4, with ammonium sulfate estimated to be the most 
abundant form of sulfates in the lower troposphere.  
 
1.2 Aerosols and Earth radiative balance  
Tropospheric aerosols and, in particular, sulfate aerosols are known to play an 
important role in the Earth’s energy balance.The Earth’s radiative balance is determined 
by the relative magnitude of incoming and outgoing radiation fluxes to and from the 
planet. As shown in Fig. 1.1, about half of the incoming solar radiation passes though the 
atmosphere and reaches the Earth’s surface where it is absorbed and radiated back to the 
atmosphere in the form of thermal radiation. Approximately 20% of the incoming 
sunlight is absorbed by the atmosphere (atmospheric gases), while the remaining 30% is 
reflected back into space (primarily by clouds, aerosols and atmosphere, and to lesser 
extent by Earth’s surface). On its way up through the atmosphere, a large portion of the 
thermal radiation from the surface is absorbed by greenhouse gasses (water vapor, carbon 
dioxide, ozone) or reflected back by clouds and aerosols. The heat absorbed by the 
greenhouse gases can be re-emitted in all directions, however most of it is directed 
toward the Earth’s surface rather than outer space, due to reflection by clouds (and 
aerosols). This phenomena, in which the thermal (infra red) radiation from the Earth’s 
surface is literally trapped by the atmosphere leading to the warming of climate, is known 
as a greenhouse effect. The presence of aerosol particles can intensify or moderate this 
effect, depending on their size and composition and distribution in the atmosphere.  
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The first, most apparent effect of aerosols is that they influence the Earth’s 
reflectivity directly, by absorbing and scattering incoming (short-wave) solar radiation 
and absorbing and re-emitting (long-wave) thermal radiation from the Earth’s surface. 
Indirectly, they can change the microphysics of clouds by acting as cloud condensation 
nuclei, thus affecting cloud reflectivity (albedo) and lifetime.  Both cloud albedo and 
lifetime strongly depend on the number, size and composition of present aerosols. For 
example, a large number of small particles lead to an increase in cloud albedo resulting in 
an increased cooling effect.1,6-8  
 
Figure 1.1: Earth’s energy balance9 
 While the effect of the greenhouse gases on the Earth’s energy balance has been 
acknowledged early on leading to intensive research in this field, the role and 
significance of atmospheric aerosols had not been fully recognized and understood 
initially. The major reasons for that was the lack of reliable information on their 
composition and abundance in the atmosphere, and the particular difficulties in 
quantifying their indirect effect. Nowadays, it has been estimated that the combined 
influence of aerosols has a net cooling effect on the Earth’s atmosphere (as illustrated in 
Figure 2.2). Due to their high scattering activity and abundance, sulfate aerosols only  are 
estimated to produce the cooling effect similar in magnitude but opposite in sign to the 
greenhouse effect.10 
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In addition, being a highly hygroscopic material, sulfate aerosols are very efficient as 
cloud nuclei.11 As a matter of fact, it was partly due to the lack of understanding of this 
cooling aerosol effect that the full extent of the greenhouse warming has not been 
recognized earlier. 
 
Figure 1.2: The global mean radiative forcing of the climate system for the year 
2000, relative to 175012 
 A better understanding of the complex role of the aerosol particles on climate 
requires a detailed knowledge on their abundance, physical properties and composition in 
the atmosphere. Current efforts are thus focused on two major fields: first, on developing 
better techniques for the remote sensing (detection and characterization in situ) of 
atmospheric aerosols and, second, on introducing more sophisticated atmospheric models 






1.3 Aerosol size distribution 
Physical and chemical behavior of aerosol particles is strongly related to their size 
distribution. The knowledge of size distribution of airborne particles is important in 
understanding their deposition mechanisms and lifetime in the atmosphere. The majority 
of aerosol particles are polydisperse with a wide variety of sizes (0.01-10 µm radius), 
lifetimes (days and weeks) and concentrations (ranging from 102 particles/cm3 in pristine 
to 105 particles/cm3 in urban areas). In principle, monodisperse aerosols have a very short 
lifetime due to the particle tendency to coagulate and to grow by condensation. Size 
distribution parameter is thus an important factor in identifying the source of aerosols 
(when their composition is known), determining the contributions of various sources and 
estimating their regional and global transport.  
The size distribution of aerosols represents the number of particles of a certain 
size in a cm3 volume and the number density of aerosols is defined as the total number of 
particles per cm3. Over time, various mathematical functions were proposed to 
characterize aerosol size distribution, however among them the log-normal distribution 
has been found to give the best fit to distribution shapes obtained for different sizes of 
well studied aerosols. The main characteristic of log-normal distribution is that when 
abscissa is given as log of particle diameter, the distribution exhibits a typical bell shape.  
 
Figure 1.3: Relative number distribution histogram of a log-normal particle size 
distribution plotted on linear-log 13 . 
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A lognormal distribution can be characterized by two parameters:  the geometric mean 
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gσ ’           (1-2) 
where N  is the total number of particles and pd is the diameter of the aerosol particle. 





















σπσ                                  (1-3) 
The short form of this function is: 
( ) pp dddNdN ln=                                                                                           (1-4) 
where ( )pdN  is the total number of particles in the size interval pd  to pp ddd + .  
It is well known that small particles (high number) contribute more to the number and 
surface distribution, and big particles contribute more to volume distribution. Therefore it 
is common practice to use the volume distribution to acquire more information about the 
particle size distribution when the sample contains a large number of small particles. 
Once the number of particles is known, the surface and volume are easily calculated by 
applying the following equations: 
( ) ( ) 2ppp ddNdS π=                (1-5) 








=                (1-6) 
where S  and V  are the total surface and volume of particles in the same size interval.14 
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1.4 Aerosols optical properties – Refractive index and Extinction  
Among aerosol properties, light extinction is a key parameter in characterizing the 
radiative effect of atmospheric particles. Extinction, in the most general sense, refers to 
the attenuation of a light beam as it passes through a particle. When illuminated, particle 
can scatter and absorb light reducing the intensity of the incident light beam. Scattering 
describes the propagation of light through the interaction with a particle, during which 
light may change direction as the result of three separate processes: reflection, refraction 
and diffraction. The ability of a particle to absorb and scatter light is determined by its 
refractive index n*, which is defined as the ratio of the light velocity in the suspending 
medium (air) to the velocity of light in a particle. For an absorbing material it is a 
complex number given as: 
( ) ( )νikνnn* +=        (1-7) 
where the real part, n(ν), gives the aerosol scattering and the imaginary part, k(ν), gives 
the aerosol absorption. Although n and k are referred to as the optical constants, they 
should not be thought about as constants because they vary strongly with frequency.   
The ratio of the light passing through the aerosol sample to the light incident on 










where oI is the intensity of light incident on the particle, extσ  is the extinction coefficient 
and L is the path length of light. extσ , defined as a fractional loss in intensity per unit 
path length, is a function of the extinction efficiency of material, the size of the particle 
and the total number of particles in a sample.6 The extinction coefficient can be expressed 
as: 
)Qr(N extext
2πσ = ,        (1-9)          
where N  is the number of aerosol particles per cm3, r  is the particle radius and extQ  the 
extinction efficiency. The πr2Qext quantity in equation (1-9) is also known as the 
extinction cross-section of a particle.  
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The extinction efficiency is a dimensionless quantity which describes the ability of a 
particle to remove light from the incident beam. It is defined as  
lightincidentofamount
particleabyabsorptionandscatteringthroughremovedlightofamountQext =  
and hence, it is a function of scattering efficiency scattQ  and absorption efficiency absQ . In 
the case when a particle is suspended in a non-absorbing medium, the extinction 
efficiency is simply a sum of the scattering and absorption efficiency. 
absscattext QQQ +=         (1-10) 
While absorption efficiency is a unique property of a material which can be 
determined experimentally by measuring the absorption coefficient, scattering efficiency 
can only be determined through calculations (computation).Calculating extinction 
efficiency is not simple, since it is a complex function of the particle size, the wavelength 
of the incident light, and the optical properties of the suspended material and the 
surrounding medium. Depending on the particle size and how it correlates with the 
radiation wavelength, three different scattering regimes are identified and the 
corresponding theories used to calculate scattering of the particle. To distinguish these 
regimes a non-dimensional parameter α is introduced, defined as a ratio of the 
characteristic dimension of a particle and the wavenumber ν 
rνπ=α 2           (1-11) 
In the case of small particles, i.e. when α << 1, scattering is described by Rayleigh 
theory. On the other hand, for big particles, geometric optics theory can be readily 
applied to calculate scattering intensity and pattern. For α ~ 1, no simple analytic form 
can be used to calculate. In the case of a spherical particle and single scattering only, the 
solution to Maxwell’s equations for the interaction of an electro-magnetic wave with an 
isotropic, homogeneous particle can be greatly simplified.  
This solution, also better known as Mie theory, is hence used to calculate the scattering 
pattern and intensity of spherical particles in so-called Mie scattering regime. In 
particular, Mie provided the solutions for the calculation of the extinction and scattering 
cross-sections,  
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      (1-13) 
λ
π 02 nk =           (1-14) 
where Kext = πr2Qext and Ksca = πr2Qsca are extinction and scattering cross-section 
respectively, n refractive index of the particle, n0 refractive index of the medium and 
na (n, n0,ν) and nb (n, n0,ν)  the scattering coefficients which are complex functions of the 
refractive indexes of the particle and the medium, and the size parameter.15  
The difference in these scattering patterns among the particles of different sizes is 
illustrated in Figure 1.4. In practice, a direct consequence of this is that extinction by 
airborne particles may vary greatly with their composition and size. For instance, in the 
case of small aerosol particles (r < 0.025 µm) extinction efficiency is strongly dependent 
on their size, decreasing rapidly with decreasing radius (since according to the Rayleigh 
theory Qext ∝ r4), whereas for big particles (r > 2 µm), Qext has an oscillating pattern 
which attenuates with increasing particle radius, approaching the limiting value of 2 for 
very large particles.6 For the particles in the 0.0025<r<2 µm range, Qext has complex 
dependence and can be extracted from graphs or obtained by computer-aided calculation. 
 
Figure 1.4: Examples of the scattering pattern from three different sizes of aerosol 
particles 16 
 
As already mentioned, the theories discussed above are used to calculate 
scattering pattern and extinction of a single particle of a certain size. In the case of multi-
disperse aerosols, the total spectral extinction can be calculated by integrating the 
extinction cross-section over all particle sizes: 
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( ) ( )[ ] ( )drrPCnrK
r
ext∫= ,, λλτ      (1-15) 
where C is the aerosol composition and P(r) is the particle size probability distribution 
function. As it will be discussed in more detail in Chapter 2, in this study we have used 
this method extensively to calculate and fit experimental extinction spectra of aerosol 
particles. Since the particles used in this work were spherical and well within the Mie 
scattering regime, the extinction cross-section Kext in eq. (1-12 ) was calculated according 
to Mie theory. 
 
1.5 Deliquescence and efflorescence  
A vast majority of atmospheric aerosols contain hygroscopic and water soluble 
compounds. The hygroscopic properties of such airborne particles are directly or 
indirectly involved in a number of processes and phenomena in atmosphere and nature, 
from their effect on the visibility, formation of clouds, and radiative forcing, to their 
influence on chemical reactivity and biochemical cycles in nature.  
Suspended in the air with a variable amount of water vapor, water soluble 
atmospheric aerosols are subjected to two distinct physical processes with respect to the 
ambient humidity, deliquescence and efflorescence.8,17-24 In  the most general sense, 
deliquescence is the process of water uptake and dissolution of a solid particle in humid 
air. Efflorescence describes the opposite process, in which a liquid aerosol particle (i.e. 
solution droplet) loses water and crystallizes when exposed to dry air. In reality, this 
cycle of dissolution and precipitation of a solid particle with changing humidity contains 




Figure 1.5: Humidogram of a hygroscopic aerosol particle 
 
Basically, during the humidification process (presented by a red line in Figure 
1.5) a dry aerosol particle uptakes water forming, initially, a crystalline core covered by 
adsorbed water molecules. Under the conditions of increasing humidity, the water “film” 
can grow up to a few monolayers of water. For instance, the IR study of the water uptake 
on NaCl crystals particles indicates that at relative humidities (RH) of 70%, these 
particles are coated with approximately 4 monolayers of water.25At certain RH, also 
known as the deliquescence relative humidity (DRH), the crystal core abruptly dissolves 
into the water layers forming a saturated droplet. 
This particular step in which a particle undergoes phase transition from solid to 
liquid is known as deliquescence. At this point Gibbs free energy for the dry particle 
becomes greater than Gibbs free energy for a dissolved salt droplet, making the process 
of phase transition thermodynamically favorable.24 When the saturated liquid droplet is in 
equilibrium with the ambient relative humidity, the DRH corresponds to the vapor 

















For some typical atmospheric aerosol compounds such as NH4NO3, NaCl and 
(NH4)2SO4, these DRH at which solid particles convert into saturated liquid droplets are 
around 62%, 75%, and 80% respectively. Since the deliquescence process is 
characterized by the uptake of water molecules into the droplet, it is accompanied by an 
apparent increase in the particle mass and volume.8,24 As the ambient relative humidity 
increases further to values larger than DRH, the droplet takes up more water and 
continues to grow by condensation, becoming more dilute. The growth stops once the 
particle is in equilibrium with the surroundings. As mentioned, these humidification steps 
are characterized by particle growth which, in some cases, can be significant. In the case 
of ammonium sulfate, the deliquescence curve of which is shown in Fig. 1.5, the growth 
factor (ratio of droplet diameter to “dry” crystalline particle diameter) during the 
deliquescence step only is around 1.5, corresponding to the increase in the particle 
volume by a factor of around 3.3. As expected, further dilution of liquid particles results 
in even larger growth factors. For instance, when a solid ammonium sulfate particle is 
exposed to humidities around 97.1% it will result in the formation of a diluted droplet (10 
% wt (NH4)2SO4) and the growth factor is more than 2.5. This corresponds to an almost 
17-fold increase in volume, relative to the initial solid particle. 
The dehumidification process or “drying” of a liquid particle is represented in Fig. 
1.5 by a blue line. When subjected to lower relative humidities, the aqueous diluted 
particle gradually loses water and becomes more concentrated. The concentration of the 
droplet solution continues even beyond the saturation point, DRH. Once the relative 
humidity decreases below DRH, the liquid droplet becomes a supersaturated solution due 
to water evaporation and remains in liquid state down to efflorescence point, ERH. At the 
efflorescence point, as the particle reaches critical supersaturation, homogeneous 
crystallization occurs almost instantaneously. At this point Gibbs free energy for a dry 
particle is lower than Gibbs free energy for a supersaturated droplet, resulting in 




Figure 1.6 Ammonium sulfate humidification and dehumidification cycle at 250C, 
reproduced from Tang and Munkelvitz. Open symbols correspond to the growth 
(humidification) phase and filled ones to the evaporation (dehumidification).26 
 
While figures 1.5 and 1.6 show the deliquescence and efflorescence processes of 
pure water soluble compounds, atmospheric aerosol particles may often contain one or 
more components, internally or externally mixed. In the case of an inorganic salt mixture, 
aerosol particles start to take up water and grow at so-called mutual deliquescence 
relative humidity (MDRH), which is lower than the DRH of individual pure component 
present in the mixture.8,27,28 Therefore, the growth profile of multi-component aerosols is 
missing the sharp transition from solid to liquid. For particles coated with hydrophobic 
compounds, an increase in deliquescence RH is noticed because the coating offsets the 
dissolution of the solid core. Internally mixed aerosols containing inorganic salts and 
water soluble organics, however, deliquesce at RH <DRH salt. This implies that the 
organic fraction is responsible for the water uptake at humidities lower that the DRH of 
the pure inorganic salt.29  
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In general, humidification and drying of hygroscopic aerosols exhibits a hystersis 
effect, with deliquescence and efflorescence occurring at different relative humidities or 
different ranges of humidities, in the case of mixed aerosols. The direct consequence of 
this is that in the region between the ERH and DRH aerosols could be present either as 
“dry” particles or supersaturated droplets, depending on their history. As shown by 
Figure 1.6 in the case of ammonium sulfate, depending on the conditions, particles can 
occur either as solid or supersaturated liquid droplets in the range between 37 and 80% 
RH. The ambient relative humidity and its time profile thus dictate the phase and the 
composition of hygroscopic atmospheric aerosols.   
As discussed, these transformations are accompanied by changes in aerosol 
volume and composition which have strong effect on aerosol scattering properties and, 


















 Chapter Two:   Determination of the composition, size distribution and 
optical properties of aerosols 
2.1 Introduction 
Experimental studies on aerosols often require that many (if not all) of its 
properties be well known, such as number density, size distribution, chemical 
composition, or shape and morphology of particles. There are numerous methods 
available to characterize aerosols which exploit different properties of particles, often 
physical (mechanical and optical) and electrical. One of the most straightforward ways to 
determine aerosol size distribution is by collecting and analyzing particles. The majority 
of particle sizing instruments utilize mechanical (inertial and diffusional) mobility of 
particles, their electrical mobility or the combination of the two, all of which are 
functions of particle size.  
Inertial collectors (e.g. cyclones and impactors) and diffusional collectors (such as 
diffusion battery), both typically used in cascade, classify particles according to their size 
with each stage collecting particles smaller than in the previous one. Electrical mobility 
type instruments such as differential mobility analyzers separate (charged) particles based 
on their different mobility in an electric field. By varying the electric field and thus 
changing the mobility of particles, different particle sizes can be sampled out from the 
aerosol flow. What all these methods have in common is that they allow separation of 
particles within a narrow mobility range, which can be collected on filters and screens 
and subsequently analyzed. Depending on the particular information of interest, collected 
aerosols can be subjected to conventional chemical, gravimetric, spectroscopic (e.g. 
FTIR) and microscopic analysis (SEM, TEM, AFM etc.) to obtain detailed information 
on aerosols, from the chemical composition to the size, size distribution, shape and 
morphology of particles. Such comprehensive ways of analyzing aerosols is reliable and 
may provide a variety of information on the aerosol properties and as such is often used 
as a standard against which other indirect methods are verified. A major disadvantage of 




Often there is no need for most of the aerosols properties to be known in real 
time, but only information on the one or two properties of interest (i.e. size distribution or 
composition of aerosols). For that purpose a number of direct reading instruments have 
been developed. They are typically equipped with detectors which can count or in some 
other indirect way quantify particles in a flow. One such type of particle detector is a 
collection electrode connected to an electrometer, which can quantify the number of 
charged particles deposited on its surface. It is one of the principal components of DMS 
(differential mobility spectrometer). Basically, DMS is a DMA equipped with a series of 
collection electrodes distributed along the annular space through which the charged 
aerosol flow is passed. Since particles with different sizes have different electrical 
mobilities and trajectories, monodisperse fractions of aerosol particles will be collected 
and detected simultaneously on individual electrodes. 
 Another type of detector commonly used for continuous particle sizing is optical 
detector, which utilizes the property of aerosols to scatter light when illuminated by a 
light beam. The light scattered by a particle which is, as discussed in Section 1.4, a 
complex function of a particle size, can be easily converted to an electronic pulse and 
provide information on the number and, potentially, size and size distribution of particles. 
While there are techniques which, in particular, use the scattering pattern to deduce the 
particle size and even image particles (such as dynamic light scattering) there are simpler 
ways to quantify aerosols by combining this scattering property of aerosols with their 
mechanical mobility. Aerodynamic Particle Sizer by TSI (APS) is an example of such an 
instrument. There, aerosol flow is accelerated through a nozzle resulting in larger 
particles exhibiting lower velocities due to inertia. The velocity of the particles is 
determined by measuring their time-of-flight between two laser beams, where the time-
of-flight corresponds to the time difference between the two electrical pulses generated 
by a particle passing the laser beams. 
These are just some of many commonly used fast-response methods for 
qualitative characterization of aerosols. Many of them are simple, inexpensive and 
commercially available. The situation is somewhat different, however, with the 
instruments for qualitative characterization of aerosols in real-time.  
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There are not many simple methods available for determination of chemical 
composition of aerosols in real time. Most of them are based on some type of mass 
spectrometry, preceded by the particle evaporation and ionization step. Although mass 
spectrometry is a versatile technique which allows both qualitative and quantitative 
analysis of aerosols in continuous (or semi-continuous) manner, it is also an expensive 
and intrusive technique. However, recently, novel noninvasive methods have been 
developed for simultaneous characterization of aerosol composition and size distribution 
in situ. They utilize the aerosol property to extinct light and its high sensitivity to particle 
size and optical property of material (see Section 1.4). This indirect method relies on the 
calculation of the extinction spectrum of aerosol particles and finding the best fit to the 
experimental spectrum. When the optical properties of the material are known, the 
solution that generates the best fit provides the information on the particle size 
distribution. 
 In the case of multi-component aerosols, provided the optical properties of all 
components and/or phases are available, both the composition of the aerosol and the size 
distribution of each component can be retrieved. The basic principle of this method can 
be also used in reverse fashion.  
 By finding (iteratively) the best fit to the experimental spectrum of an aerosol 
sample with known composition, optical properties (optical constants) of the aerosol 
material can be determined. The major advantage of this method is that it allows on-line 
qualitative and quantitative characterization of aerosols without any (or with minimal) 
disturbance to the aerosol flow. The main limitation of it is that it can be used only if 
reliable optical constants for all components are available. As discussed in more detail in 
the following sections, in this work we have tested and used these, so-called inversion 
methods to qualitatively and quantitatively characterize aerosols and derive optical 
constants of aerosol materials.   
Finally, there is another convenient method for the characterization of aerosol 




In case when aerosol particles are in equilibrium with the surrounding medium 
(essentially humid air), their composition can be indirectly determined using 
thermodynamic models, most notably Aerosol Inorganics Model (AIM) by Clegg et al., 
nowadays also available on-line. By simply monitoring ambient conditions of aerosols 
such as temperature and humidity, and knowing the initial composition of aerosol 
mixture, the final, equilibrated composition and phase of aerosols can be determined.  
 As it will be shown in Chapter 6, we used this method to determine the 
composition of equilibrated ammonium sulfate solution aerosols in optical constant 
studies. In addition to AIM, more specialized thermodynamic models have been 
developed and published recently, such as ADDEM (Aerosol Diameter Dependent 
Equilibrium Model) by Topping et al.31,32 Apart from determining the aerosol 
composition, the model allows that the size of growing, deliquescing particles to be 
predicted, starting from some initially given size of dry aerosol. Although these methods 
provide a very useful tool for studying aerosols, their major restrictions are that they are 
applicable under limiting circumstances, that is when aerosols are in or approximately 
near equilibrium. In addition, their predictive ability has been so far limited only to 













2.2 Retrieval of aerosol size distribution and composition from IR 
extinction spectra (using the inversion method) 
2.2.1 Determination of aerosol number density and size distribution  
  In this method, experimental extinction spectra are used to determine size and 
number density of aerosol particles. The inversion procedure, developed previously in 
our laboratory by Zasetsy, involves the least square fitting of a basis set of spectra to the 
experimentally recorded spectrum. In the simplest case of one-component aerosols, the 
basis sets are the extinction spectra for all discrete aerosol sizes considered to be present 
in the aerosol sample. An example of such a basis set extinction spectra for solid AMS 
particles is shown in Figure 2.1. The iterative procedure, with a minimization function χ 
shown by Eq. (2-1), is repeated until the best fit to the experimental spectrum is obtained. 
2/12
ext ]min[ PSPK ⋅⋅+−⋅= γτχ 33-35     (2-1) 
In the above equation, K  is a nm× matrix, where m is the number of frequencies at 
which extinction is calculated in a spectrum and n  the number of discrete radii, 
composed of the aerosol extinction spectra. The element of the K matrix is the extinction 
cross section Ki,j. Thus, columns of the matrix K are the extinction spectra for a set of 
particle sizes (radii). Mie theory for spherical particles is used to calculate the extinction 
spectra for a number of discrete radii in the range of 0.05 to11.88 microns at 
wavenumbers between 6000 and 500 cm-1. The accuracy of the calculated reference 
spectra is limited only by the uncertainty of the indices of refractions because Mie 
calculations can be extended to arbitrarily high levels of accuracy.  (This range of particle 
size was chosen because it covers the sizes of particles that give significant light 
scattering in the frequency range of interest.) Further, extτ is the extinction experimental 
spectrum used to retrieve the aerosol number and size distribution. P is the solution 
vector giving the particle size distribution, normalized by the total volume of the sample. 
(The total volume density is obtained using the path length of the sample and summing 
over the component P.) This approach does not put any limitation on the shape of the 


























Figure 2.1: An example of basis set extinction spectra for selected particle sizes in 
the range between 0.1 and 1 μ for solid (NH4)2SO4. (Note: these are derived from 
our new set of optical constants for solid AMS in this study) 
 
 The solution vector P is subjected to two main constraints. First, we apply the 
smoothness constraint to the size distribution. Smoothness can be governed by a 
smoothing factor γ and when no smoothing is applied, i.e. γ = 0, the computed size 
distribution has sharp features due to the fact that extinction does not vary much with size 
in the case of small particles. A more realistic, smoother distribution is obtained by 
increasing γ  without affecting the goodness of the fit. In the least square procedure (Eq. 
2-1) S is a mm ×− )3(  matrix used to minimize the third differences of vector P, thus 
imposing the smoothness constraint on the size distribution. Next, to assure that all 
computed spectral intensities are either positive or zero the minimization problem is 
subjected to the second non-negativity constraint, that is 0P1 ≥⋅ . 
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In practice, the influence of the smoothing value on the extinction spectrum’s fit 
have been studied by colleagues in our laboratory and it has been found that the goodness 
of fit, χ2, does not change significantly for a range of  γ values. This leads to difficulties 
in selecting the smoothness that provides the smallest difference between the 
experimental and retrieved spectrum, just by looking (visual inspection of) at the spectra. 
The optimal value of the smoothing factor for the best fit occurs at the point where χ2 
begins to increase sharply with increasing γ value.  For systems in which the particles are 
in equilibrium with the surroundings, this point coincides with the point of maximum 
entropy giving us the confidence to assure that the computed size distribution using the 
optimal smoothing factor is the actual equilibrium size distribution of aerosols. Hence the 
highest amount of smoothness that still provides the same goodness of the fit value is 
used. The procedure we are using gives us the option to specify the allowed increase in 
χ2. In the first iteration it assumes 0=γ , and calculates the spectrum corresponding to a 
first guess size distribution and compares it with the experimental extinction 
spectrum, 20χ . γ is then incrementally increased and 
2
iχ (where i is iteration index) is 




0χ exceeds some specified value for the increase in
2χ , typically on the order of 
a few percent (1-2%). 
 The output of the program is given in the form of normalized size distribution and 
total volume of aerosols, which can be easily converted to the corresponding number (or 
surface) distribution and the total number density. The shape of the size distribution and 
the number of modes in the sample are determined from the best fit to the experimental 
spectrum. As shown and discussed in Chapter 5, we have tested and verified the 








2.2.2 Determination of aerosol composition  
This inversion method was extended further to multicomponent aerosol systems 
to determine their composition, phase and size distribution. Provided the basis spectra for 
all components likely to be present in the sample are available and assuming the aerosol 
spectral contributions are additive (i.e. homogeneous particles and single scattering), the 
PK ⋅ term can be represented as: 
 
(2-2 ) 
       
where iextK  is again a nm× matrix representing each component, N the number of 
components in the aerosol and  ip is the m -length vector of coefficients that can be used 
to solve Eq. (2-1). The spectrum is fitted with respect to all basis sets available, and the 
best fit and distribution of each component is retrieved. Providing the density of the 
materials in question is known, the relative contribution of each component can be 
determined from its volume fraction, and the composition of the aerosol determined. As it 
will be shown in Chapter 6, we have used this tool to deduce the composition of mixed 
aerosols, such as those containing both solid and deliquesced AMS.   
 
2.3 Determination of complex index of refraction of aerosols (using the 
inversion method) 
 
Determination of complex indices of refraction for crystalline AMS 
 
 The new indices of refraction reported in this study in Chapters  4 and 6  were 
derived using the iterative method originally proposed by Clapp et al.36 It is based on the 
determination of complex refractive indices from aerosol (IR) extinction measurements 
and the particular implementation used in this work was described previously in detail by 
Zasetsky et al.35 The basic algorithm of this numerical procedure is summarized and 
shown in Figure 2.2. 
 
( ) ( )TNNextext1ext pppKKKPK KK ,,,, 212 ⋅=⋅
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Briefly, as discussed in section 1.4 the complex refractive indices are given in the form: 
 
)ik()n()(n* ν+ν=ν                                                (2-3) 
 
where n and k are the frequency-dependent real and imaginary components, respectively. 
In the first step, the iterative procedure requires an initial guess, ( )0k , for the imaginary 
component, k, typically obtained from a small particle (experimental extinction) 
spectrum, )(να abs , for which the scattering amplitude may be considered negligible. The 






absk ≈               (2-4) 
and k(ν) scaled linearly by the scaling coefficient , kΔ+1 , where Δk is a varied increment 
in k : 
( ) ( ) ( )νν okkk Δ+= 1               (2-5) 
A subtractive Kramers-Kronig transform, given by Eq. (2-6) is then performed to 
calculate the real component, n(ν), for the newly determined k(ν) value.  
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The transform also requires the “anchor point”, which is the real component of the 
refractive index at infinite frequency, n∞. For instance, for solid ammonium sulphate the 
index of refractions at the anchor point, n∞ , is 1.528 measured at 550 nm.2 In this 
particular case, the point is considered to be at infinite frequency since it is far enough 
from the IR experimental range used in the study and ammonium sulphate has no 
absorption bands at this wavelength. The iteration procedure stops when the increment 





The newly derived set of optical constants n*(ν) and Mie theory are then used to 
calculate  monodisperse extinction spectra for 96 discrete radii between 0.05 and 11.88 
μm over the 500-6000 cm-1 frequency range, as described in Section 2.2. These size and 
wavelength limits were chosen to cover the frequency and size range within which the 
scattered intensity is most sensitive. These calculated extinction spectra, which we refer 
to as the spectral basis set, are then fitted to the experimental spectrum using a linear 
least-squares method. The amplitudes of the monodisperse spectrum that produce the best 
fit constitute the size distribution for the sample.34 The initial guess for the imaginary 
component is then varied, a new real component calculated and the procedure repeated in 
a systematic way until the best fit is obtained between the experimental and calculated 
spectrum. Any remaining, small-scale discrepancies between the experimental and 
calculated spectra are reconciled by correcting k by a small amount at each frequency and 
repeating the steps described above. The final solution is a set of scaled and corrected 
optical constants that provide the best fit of the experimental data within the set 
accuracies. 
As it will be discussed in Chapters 4 and 6, we utilized this method to derive 
complex indices of refraction for solid AMS and the range of the compositions of AMS 
solutions and subsequently used them in the retrieval method to characterize aerosols in 





































Chapter three:  General experimental 
 
3.1 Introduction 
In general, an experimental set up for aerosol studies typically consists of a few 
major components: a unit for aerosol generation, a detection (or collection) unit, and a 
system of chambers or flow tubes for conditioning (humidification, drying, cooling) and 
reacting of aerosol. As it will be shown in the following Chapters, in the course of this 
work several different types of experiments were done to study the optical and 
hygroscopic properties of ammonium sulfate aerosol, as well as the kinetics of its 
deliquescence. For that purpose different experimental set ups were used and the 
specifics of each of them are given in the chapters devoted to the particular study.  All 
these experimental designs, however, are based on a very similar principle and have 
many elements in common. In this chapter we describe the major, common components 
of the experimental set ups used throughout this work and basic principles of their 
operation. 
 
3.2 Aerosol Generation 
 Several different types of aerosol generators were tested and used in the course of 
this work. Here is a brief overview and general recommendations on the aerosol 
production methods we adopted and experimented with in the preparation for this study. 
 
3.2.1 Constant Output Atomizer 
 The Constant Output Atomizer (by TSI Inc., model 3076) is one of the most 
commonly used aerosol generators in aerosol particle studies.37 The operational principle 
of the atomizer is based on the mechanical dispersion of liquid into droplets. Fig.3.1 is a 
schematic of the cross-section of the Atomizer Assembly Block. Compressed carrier gas 
(typically N2) impinges onto the 0.9 cm diameter platinum disc with a 0.03429 cm 
diameter hole, generating a high velocity jet. A region of low pressure is created by the 
jet, drawing liquid from the reservoir into a vertical passage in the atomizer block. In the 
atomizing region, the jet breaks the liquid into small droplets.  
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Due to their momentum, large droplets collide with the wall situated in front of the jet 
and the resulting liquid is drained back into the reservoir, whereas the remaining small 
liquid particles are carried by the gas out of the atomizer through 1.25 cm i.d. stainless 
steal tubing. The use of a backing pressure in the 25 to 35 PSI range produces aerosol 
flow rates between 2.7 and 3.3 standard liters per minute. The atomizer produces aerosols 
with a fairly stable size distribution and number density, of approximately 2×106 
particles/cm3. It generates submicron droplets with a lognormal size distribution and the 
mean diameter of 0.3 µm and standard deviation smaller than 2. Producing crystalline 
particles thus require an additional drying step, typically achieved by using a silica gel 
unit or some other types of a drier (see Section 3.4.1.1). Since the solid particles are 
generated from solution, their size can be varied by using solutions of different 
concentrations. 
 From our own experience, the constant output atomizer was found to be very 
efficient for the production of small aerosols using diluted salt solution. When more 
concentrated solutions were used to generate bigger aerosols, the atomizer showed a 
tendency to clog up frequently (jeopardizing the continuity of experiments). Clogging of 
the atomizer results in a blockage of the flow and in a variable output. This is most likely 
a consequence of the significant temperature drop in the expansion region, which causes 
the precipitation of salt from solution and its buildup on the platinum orifice. We tried to 
solve the clogging problem in several ways. The first idea was to try to do it by 
increasing the temperature of the atomizer and, hence, the solubility of the salt in the 
solution. We did several attempts by heating different regions of the atomizer. For 
instance, by heating exclusively the atomizing region (by wrapping the atomizer with a 
heating tape), or pre-heating the compressed gas (by passing the gas through a heated 
cooper coil), or heating the entire solution in the atomizer bottle (by placing it in a hot 
bath). None of these attempts worked although the temperature of the elements or even 




 The clogging problem was partly solved by using pre-humidified nitrogen as the 
compressed gas. This modification allowed longer operation times of the atomizer 
between cloggings, but it did not completely solve the problem. This production method 
was therefore employed only in the experiments when working with low concentration 
salt solutions, otherwise a nebulizer was used.  
 Another limitation of this device that should be pointed out is that the carrier gas and 
aerosol flow rate can be varied only over a narrow range (around 3±0.3 l/min) limiting 
the variation of the residence times that can be used. 
   





3.2.2 Ultrasonic Nebulizer 
 The Large-Volume Ultrasonic Nebulizer (DeVilbiss, Ultra-Neb 99) is another 
commonly used type of aerosol generator. The piezoelectric transducer of the Ultrasonic 
Nebulizer is located at the bottom of the nebulizer chamber, which is filled with salt 
solution. Vibrations transmitted to the liquid in the nebulizer chamber cause cavitations 
in the surface layer and separation of droplets from the bulk.  
 A flow of nitrogen gas is passed over the solution surface and carries the newly 
formed droplets out of the nebulizer chamber. The size of the aerosols produced by this 
nebulizer ranges from 0.5μm to 10 μm. Aerosol number density can be controlled by 
varying the voltage applied to the transducer and by adjusting the flow rate of the carrier 
gas. To obtain a fairly stable number and size distribution it is necessary to maintain a 
constant level of liquid in the nebulizer chamber. This can be achieved by using a 
continuous feed system that is supplied with the nebulizer. It should be also noted that 
when the nebulizer is turned on, due to the energy transfer the solution warms up to 400C 
and it takes about half an hour for the system to reach a steady state. The ultrasonic 
nebulizer has a high aerosol output (6 ml/s for water aerosol) and, as will be also 
discussed in Section 3.4.1.1 it can be successfully used in conjunction with a silica gel 
dryer. When Nafion dryer is used, the high output of the nebulizer is a draw back. Due to 
its limiting capacity to remove water, Nafion membrane saturates and collapses within a 
few minutes of operation. In principle, this problem can be solved by splitting and using 
only a fraction of the output. Finding the most optimal configuration and calibrating it for 
variable aerosol flow rate, however, proved to be time consuming. For the generation of 
large particles we thus opted for a more flexible Burgener nebulizer, described in the next 
section.    
 
3.2.3 Burgener Nebulizer 
 The Mira Mist Nebulizer, shown in Figure 3.2, operates using a compressed gas 
(typically nitrogen). It contains a solution line connected to a sample capillary tube and a 
gas line, parallel to the capillary tube, encapsulated in a Teflon body. Liquid sample, 
stored in ordinary flasks, is fed into the nebulizer lines by Peristaltic pumps (Instech, 
P720).38 At the tip of the nebulizer the solution is atomized by the high velocity gas.  
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 A convenient feature of the design shown in Figure 3.2 is that the larger opening 
at the tip of the sample path prevents clogging even when working with highly 
concentrated salt solutions.39 A backing pressure of around 45-55 PSI is necessary to 
generate an aerosol flow rate of 1 l/min. The number density of produced aerosols is 
controlled by the pump speed, diameter of silicone pump tubing and orientation of the 
nebulizer.  
 Since the stability of the output depends greatly on the quality of the silicone 
tubing, the tubing (which deteriorates fast with frequent usage) should be replaced 
periodically. The generated particle size depends on the concentration of the sample, and 




Figure 3.2: Cross-section of the Mira Mist Nebulizer body and tip39. 
  To use the nebulizer optimally in our experiments, we designed a special inlet 
with a multiple purpose: to hold the nebuliser in horizontal position, provide an inlet for 
an additional gas line and allow drainage of excess liquid. The inlet is basically a 
horizontal glass pipe with a 45° side arm facing downward, both 3.8 cm inner diameter. 
The nebulizer body is held inside the horizontal part of the glass pipe by a custom-made 
stainless steal fitting. The fitting is equipped with an inlet for carrier gas, which is 
introduced from the back and around the nebulizer with minimal disturbance to the 
aerosol flow. Introduction of the additional gas flow thus allows the aerosol flow rate and 
its residence time in the reactor to be varied independently of the backing pressure. The 
side arm of the glass pipe (connected to a flask) is used to drain the excess liquid, 
obtained from the collision of the expanding aerosol flow with the walls. With this 
particular modification, the Mira nebulizer has shown to be a versatile and easily 
controllable device for aerosol generation.  
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3.3 Aerosol Conditioning 
 In this study, all aerosol experiments were carried out at ambient temperature and 
pressure. The key variables in the experiments were aerosol composition and relative 
humidity. As discussed in the previous section, aerosol composition was varied by 
atomizing or nebulizing solutions of different concentrations and their subsequent 
conditioning to a desired relative humidity, which was controlled by a system of driers 
and humidifiers. This section describes the drying and humidification methods employed 
in this work and the design of the units used for this purpose. 
3.3.1 Aerosol Drying 
 In the course of this study we have used and tested two different methods for 
aerosol drying: a silica gel type of dryer and a semi-permeable membrane (Nafion) dryer.  
In this section we discuss these methods, their advantages and limitations, and the design 
of the custom-made drying units.  
  3.3.1.1 Silica gel Dryer 
Silica gel diffusion dryer is commonly used in reducing the RH of the aerosol 
flow. The dryer is typically designed as a tube filled with a bed of highly hygroscopic 
silica gel beads. In our experiments, the dryer was made of a glass tube (10 cm i.d, 1 m 
long) filled with silica gel. As the aerosol passes through the silica gel filling, the water 
vapor from the carrier gas diffuses toward by the silica gel and is adsorbed by it. The 
decreased humidity of the carrier gas pushes the equilibrium by enhancing the water 
transfer from aerosol to the gas, resulting in the evaporation of water from the surface of 
the aerosol until a new equilibrium is reached.  The reduction of RH is a diffusion limited 
process, thus it may be controlled by the length of the dryer or the residence time of the 
aerosol in the dryer. 
Since silica gel is a very efficient drying agent it can remove a large amount of 
water from a sample, bringing it to a complete dry state in a single step. The downside of 
it, however, is that silica gel desiccant efficiency is substantially reduced after each 
experiment due to water saturation and aerosol buildup. Hence, cleaning and reactivating 
the drying material (which is a cumbersome and time consuming process) has to be done 
on a daily basis. 
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3.3.1.2 Nafion Dryer 
The discussed drawbacks of using and regeneration of silica gel made us search 
for a different methods for drying aerosols. One promising alternative was a Nafion 
(Perma Pure LLC) based dryer.40 Tubular Nafion dryers have been successively used in 
controlling the RH of hygroscopic aerosol particles.41 The Nafion membrane, developed 
at DuPont, is an ionic polymer with a Teflon backbone and sulfonic acid groups added 
into the matrix (see Figure 3.3). Nafion is highly resistant to chemical attack, selective 
and permeable to water and impermeable to most of the gases.40 The presence of a water 
vapor gradient across the membrane generates movement of the water molecules from 
one sulfonic group to the other, each sulfonic group being hydrated with up to 13 water 
molecules. The process is reversible, which makes it possible that Nafion be used as both 
a dryer and a humidifier, as demonstrated further in this chapter. A dry Nafion membrane 
can absorb up to 22% by weight of water42 and  it expands by about 10%. This fact 
should be taken into consideration when designing a dryer in order to preserve the shape 
of the Nafion tubing and consequently the aerosol flow and density in the flow tube.  
 
 
Figure 3.3: Chemical structure of   Nafion. 40 
 36
 In most of our experiments dryers were made using Nafion tubing 90 cm long (ID 
1.78 cm, wall thickness 0.01 cm) enclosed in a 3.81cm i.d. glass (Pyrex) jacket. On one 
end, the jacket is attached to a funnel-shaped glass piece (using plain drain pipe 
coupling), which reduces the jacket from 3.81cm i.d. to a 1.52 cm i.d. glass tube, the size 
that can loosely fit inside Nafion tubing. The 1.78 cm glass tube on the funnel-shaped 
piece extends coaxially further inside the expanding section of the piece, providing 
support to one end of the Nafion tube, to which is attached by a Teflon tape (Figure 3.4 
a). The other end of the Nafion is attached to a 1.78 cm i.d. glass tube (18 cm long), again 
using a Teflon tape (Figure 3.4 b). This tube which holds Nafion is then coaxially 
attached to a glass jacket by a reducing, stainless steel quick fit connector that allows 
adjustments of the length of the Nafion at one end during experiments. This feature is 
essential for maintaining the aerosol flow constant during experiments, since Nafion is 
not self sustaining and in high humidity environment it expands and collapses inward. In 
addition, to secure the tubular shape of Nafion tube, three overhead transparency rings (2 
cm wide) are placed inside the tube at equally spaced intervals. The glass jacket is 
designed with two side inlets, located one at the top and one at the bottom of the dryer.  
Drying of aerosols is achieved by passing the aerosol flow inside the inner 
(Nafion) tube and a flow of dry nitrogen gas through the jacket. For the highest 
efficiency, the dryer works in the countercurrent mode, with the dry gas flowing in the 
opposite direction with respect to the aerosol flow. Apart from it, drying efficiency can be 
optimized by changing aerosol and sheath gas flow rates (i.e. residence times), the size 
(length and diameter) of the dryer, Nafion tube thickness, and Nafion temperature. To 
determine the optimal length of the Nafion tubing, two processes have to be considered: 
the diffusion of water vapor inside the Nafion dryer and the transport of water molecules 
across the membrane. (Diffusion rate of water molecules from the surface of the aerosol 
particles to the carrier gas in this case is not taken into account.)  Since it was reported 
that the rate of mass transfer of water through the Nafion membrane is high compared 
with the rate of its diffusion,43 drying can be considered diffusion limited. The minimal 
length of the dryer can be determined by assuming that the residence time of the aerosols 






Figure 3.4:  
    Nafion Dryer/Humidifier: 
a) Upper part and connection 
    to the U shape Glass tube 
b) Lower part  
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resdiff tt ≤               (3-1) 













res             (3-3) 
In the equations (3-1 ), (3-2 ) and (3-3), r and L are the radius and the length of the 
Nafion tube in m, Dg the diffusion coefficient of water vapor in nitrogen gas or air 
(cm2/s) its length, u the velocity (cm/s) and cF  the flow rate of the nitrogen gas (cm
3/s) 
through the Nafion tube. From the given equations, the expression for the minimal length 





≥             (3-4) 
For the 1.78 cm i.d. Nafion tubing used in this work and the tdiff of water vapor from the 
center to the inner wall of the membrane of around 1.8s (obtained assuming that D = 0.22 
cm2/s), and the high limit flow rate used in our experiments of around 50 cm3/s, the 
minimal length of the dryer was determined to be around 36 cm. In most of the 
experiments in this study we used the Nafion drier length of around 90 cm, as described 
above. In general, its efficiency (given varied aerosol and dry N2 flow rates) was such 
that liquid ammonium sulfate aerosols (RH > 80%) could be dried to solid particles 
(20%<RH <35%) in a single step. It should be noted that the efficiency of the dryer does 
decrease gradually in time due to aerosol buildup on the Nafion membrane. However, the 
regeneration of Nafion is simple and quick, merely by rinsing the membrane with de-




3.4 Deliquescence reactor 
 
As already mentioned, a simple Nafion humidifier described in the previous 
section can be used to deliquesce aerosols. In this case the deliquescence process, in 
particular the deliquescence time of aerosols, can be controlled only by varying the 
aerosol flow rate. This, in return, affects the overall conditions in the reactor by changing 
the aerosol flow pattern and its residence time in other parts of the flow system. For the 
purpose of the deliquescence kinetics experiments, in which deliquescence time and 
deliquescence process in general should be closely controlled, we designed a 
deliquescence rector.  
The reactor, shown in Figure 3.5, is a Nafion-based humidifier which allows for 
the deliquescence time to be gradually changed without changing other aspects of the 
aerosol flow. The reactor consists of a stainless steel tube (110 cm long, 3.5 cm i.d.) 
perforated throughout the middle section (96 cm long with 60% of the area opened), 
enclosed in a glass jacket (110 cm long pipe with a 10 cm i.d ) as seen in Figure 3.6 b. 
The perforated tube supports the Nafion membrane through which water vapor transfer 
takes place. The Nafion membrane (103 cm long, 14.5 cm wide and 50.8 microns thick, 
from Ion Power Inc.) is wrapped around the perforated tube and sealed at both ends with 
Teflon tape. A rubber band (SBR Rubber-Red, Allstate Gasket, 0.15 cm thick) and a 
stainless steel strip (100 cm long, 0.25 cm thick and 1.3 cm wide) are placed on top of the 
overlapped edges of the membrane and fixed to the perforated tube by gear clamps (1 cm 
wide) with rubber strips underneath. Five gear clamps at equal distances are used to 
secure the Nafion. The rubber strips are necessary to provide a better seal to the 
perforated tube and to protect the membrane from tear. The solid ends of the perforated 
tube are attached to the glass jacket by PVC fittings as it can be seen in Figure 3.6 a and 
c.  
Another essential part of the deliquescence reactor is a movable inlet, which is 
used to vary the surface area available for transfer, that is, the contact time between 
aerosols and the water vapor. Essentially, the inlet is a stainless tube (145 cm long and 
3.25 cm i.d) which can slide in and out of the perforating tube, to which is attached by a 
quick fit connector. 
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 In deliquescence experiments, humidified nitrogen gas is introduced concurrently 
into the reactor jacket and water vapor transferred to aerosol flow inside the perforated 
tube. When the deliquescence reactor is closed, i.e. the inlet completely inside the 
perforated tube, there is no contact between water vapor and aerosols. The reactor is 
completely open when the inlet is outside the perforated tube, allowing maximum water 
vapor transfer. The diffusion time of water vapor in the reactor can be calculated 
applying eq.3.2.  In a nitrogen atmosphere and in the absence of any flow, the diffusion 
time is about 12.65 s. 
 




                                              
 
 
Figure 3.6: Deliquescence reactor: 
a) Upper part and connection to 
the movable inlet 
b) Middle part 
c) Lower part and  connection to 
the observation cell  
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3.5 Aerosol detection 
 As discussed in Chapter 2, in this work we used an inversion method coupled 
with infra red spectroscopy to monitor and characterize aerosols in situ from their infra 
red spectra. While the numerical aspect of the procedure is explained in Section 2.2.1, the 
experimental part including the description of the optical set up and the FTIR 
measurement procedure is described in the following section.  
3.5.1 FTIR Measurements 
 In our setup the infrared beam from the Fourier Transform Infrared Spectrometer 
(IFS 55) passes though an observation cell and is collimated by a parabolic mirror into 
the MCT transducer. Before each experiment the photoconductive MCT detector is 
cooled by liquid nitrogen to reduce thermal noise, providing a 7-8 hours working window 
after every cooling. An observation cell, which is essentially a stainless steel cross with 
perpendicular side arms (3.5 cm i.d., and arms 2 cm i.d., MDC company), is placed in 
between the FTIR and the detector. The side arms of the cell are equipped with KRS-5 
(Thallium Bromo-Iodide) windows (0.4cm thick and 3.75cm diameter, International 
Crystal Labs) and aligned with the infra red beam. KRS-5 material was chosen due to its 
wide transmission range (20000-250 cm-1) and low solubility in water. For this particular 
study the latter feature is very important, because many experiments were carried in high 
humidity environment. The acceptance angle of a Michelson interferometer and hence of 
the detector is very small, (approximately 10-3sr in our apparatus), justifying the 
assumption that only forward scattering reaches the detector in calculating the extinction 
spectra. 
 The infra red spectra are recorded by IFS 55 (by Bruker Optics) utilizing OPUS 
software (again provided by Bruker Optics). Spectroscopically, the aerosols are 
monitored over the range 500 to 6000 cm-1. The extinction spectra are recorded with a 
resolution of 4 cm-1 and each spectrum is the result of 100 scans. The number of scans 
was chosen after a few experimental trials and represents a compromise between a good 
signal-to-noise ratio and the recording time. Before each experiment the system is flushed 
with dry N2 until the traces of ambient gases such as water vapor and CO2 are completely 
removed, and a background spectrum is then recorded. 
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 To minimize moisture adsorption and accumulation on the sensitive (optical) elements of 
the spectrometer and detector, the FTIR spectrometer and the MCT detector box were 
continuously purged with 8 and 6 SLPM of dry nitrogen, respectively. One of the 
regulators is used to purge the metal box (26cm x 29 cm x 32cm) that houses the detector.  
3.6 Nitrogen humidification system 
The humidified nitrogen flow, used in the humidifiers described above, was 
produced in two ways.  For the pre-humidifying (conditioning) stage in which the 
aerosols should be brought to around 75% RH, we used a humidified nitrogen flow of 
around 93% produced using water bubblers. A bubbler is basically a glass flasks (500 
cm3) equipped with a glass tube (0.8 cm i.d.) in the center, which ends with a cylindrical 
piece of sintering glass (2 cm long). A flow of dry nitrogen is passed through a bubbler 
filled with deionized water. To remove any water droplets carried by the flow, the 
bubbler output was passed through a separatory funnel (1 l volume) with a side inlet at 
the top, through which only a gas phase is further transferred to the pre-humidifier. The 
efficiency of the bubbler at room temperature was tested with respect to the nitrogen gas 
flow rate and the produced relative humidity. For the given bubbler design, it was found 
that the optimal nitrogen flow rate is around 2 l/min, resulting in the humidified flow of 
around 93% RH. In the case of experiments where higher input of humid nitrogen was 
needed, two or four bubblers were used in parallel, providing up to around 10 l/min of 
humid nitrogen at 91-93% RH. 
To obtain a humidified gas with higher humidity than 93%, as needed for 
deliquescence experiments, a different humidification method was used. For this purpose 
a TSI atomizer was used to generate water aerosols (at 3 l/min). The atomizer output is 
diluted with a variable dry nitrogen flow and passed through a 3m long, 3.81cm i.d. glass 
pipe to equilibrate. The system was calibrated with respect to the dry nitrogen flow and it 
was found that around 1.5 l/min is needed to produce 99% humidified nitrogen flow at 
total rate of 4.5 l/mim. The humidified nitrogen flow was again passed thought a 





3.7 General experimental set up 
As mentioned previously, in the course of this work we performed several 
different kinds of experiments on aerosols using different experimental set ups. So far we 
talked about the major components of the experimental assembly. In this section we 
describe the experimental set up itself and how these units are incorporated into an 
aerosol flow reactor. We will also present the most universal version of the set up, the 
design of which can be easily modified (according to specific experimental 
requirements.) due to the fact that most of the units are interchangeable with standard 
connections.  
The aerosol flow reactor set up, shown in Fig 3.7 , was used for the deliquescence 
kinetics experiments described in more detail in Chapter 8. The purpose of this particular 
experiment was to produce dry (NH4)2SO4 particles, pre-condition them to a near-
deliquescence RH and, in the final step, deliquesce them partially or fully. The set up 
therefore consists of an aerosol generator (atomizer or Burgener nebulizer), a Nafion 
dryer in which (NH4)2SO4 solution droplets are dried to solid that is RH < 35%, a Nafion 
pre-humidifier in which the dry aerosol is conditioned to around 75 % RH, a U-shape 
glass tube leading the aerosol to the reactor, in which they are deliquesced to RH > 80% 
and the observation cell in which they are monitored. The monitoring system also 
includes the FTIR and MCT detector. To maintain the residence time and flow 
characteristics of aerosols constant, a glass tube (1.5 m long) is placed at the top of the 
deliquescence reactor to accommodate the full length of the movable inlet, to which is 
connected by a stainless steel quick fit connector. A 15 cm bare inlet section is left 
between the two quick fits connecting the inlet to the glass and the perforated tube, in 
order to be able to move it manually up and down. A good alignment of the perforated 
tube with the top glass pipe is essential for the inlet to slide smoothly. Otherwise, moving 
of a not properly aligned inlet along the deliquescence reactor may affect the observation 

































Figure 3.7: Schematic diagram of the room temperature glass flow tube used in the 
kinetics of deliquescence of AMS experiments. 
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The stainless steel observation cell is located downstream from the deliquescence 
reactor and is attached to the perforated tube by a two-sided stainless steel quick fit. 
Although the fit itself can hold the cell, an additional stand was used to provide better 
physical support to the cell, since the slightest changes in the cell position during 
experiment may lead to significant changes in the amplitude of the IR signal. For that 
purpose a metal holder which bolts into the floor was designed. The holder is equipped 
with a metal ring in which the bottom part of the cell can be fitted and secured against 
rotation and movement in either direction. Downstream from the cell, a cylindrical (3.5 
cm i.d., 15 cm long) stainless steel piece was placed to accommodate the probe for 
temperature and humidity measurements. The piece has a 1.25 cm i.d. side arm with a 
quick fit in the end, which holds the probe firmly and provides air-tight connection. The 
cylindrical probe holder is attached at the top to the cell and at the bottom to the exhaust 
system by a Teflon drain pipe connector.  
The remaining units of the aerosol flow reactor are joined using different types of 
connectors. The 3.8 cm i.d. glass pieces (the long glass and the U-tube) are connected 
with stainless steel drain pipe couplings. The 1.27 cm movable glass ends of the Nafion 
dryer and the pre-humidifier are connected with a stainless steel two-sided quick fit with 
a 15 cm long body that provides extra space for the extension of the Nafion under high 
RH conditions. The 1.27 cm stainless steel outlet of the atomizer and 1.27 cm glass inlet 
of the dryer are attached with a standard stainless steel two-sided quick fit connector. The 
1.27 cm i.d. glass outlet of the pre-humidifier and the 3.8 cm i.d. glass U-tube are 
connected with a custom-made cylindrical Teflon fitting (3.8 cm. o.d. and 1.27 cm i.d. 
inner opening). The same type of fitting is used to reduce the outlet of the horizontal (3.8 
cm i.d.) glass tube holding the nebulizer to a 1.27cm i.d. plastic tube (5 cm long), which 
is then connected to the dryer 1.27cm inlet with a flexible, 90°-bent silicone tubing 
(1.27cm i.d., 20 cm long) which can snugly fits onto the 1.27cm solid tubing (and is 
further secured by gear clamps.).  
The entire flow apparatus, including the optical system, were supplied by a high 
pressure nitrogen gas, which was previously purified for (possible) particles and organics 
by passing it through a Whatman Carbon Cap (activated carbon filter device, Arbor 
Technologies Inc.).  
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To regulate the flow rates and provide stable flow conditions, the purified high 
pressure nitrogen is divided through a system of 6 regulators and 10 flow meters (Omega 
Engineering Inc.). 
 All stainless steel parts used in our experimental setup are pretreated with a 
hydrophobic fluoropolymer (FluoroPel PFC 802A-FS, Cytonix Corp.)44 to reduce particle 
deposition and water droplet accumulation on the walls. As mentioned previously, the 
observation cell windows are continuously purged (during and off experiments) with dry 
nitrogen gas (typically at around 10 cm3/min (standard)) to prevent aerosol deposition 
and moisture absorption. 
Figure 3.7 shows a generic version of the experimental set up that can be used in 
most of the experiments done in this study. Depending on the particular experimental 
requirements, this could have been done by simply reversing the roles of the drier and 
pre-humidifier or by closing them off if no exchange was needed. However, as it will be 
shown in the following chapters, in such cases – when no water vapor exchange was 
required, the dryer, the humidifier, or the deliquescence reactor were rather replaced by 
simple glass tubing (3.8 cm i.d.). This was done for several different reasons. First, using 
FluoroPel coated glass tube instead of a closed off Nafion exchanger speeds up simple 
aerosol conditioning process. Second, it minimizes aerosol deposition on the walls 
relative to the case when Nafion membrane is used. All these variations in the 
experimental set up and operating conditions used in different experiments will be 
discussed in the beginning of the chapter dealing with that particular study.   
 
3.8 Relative humidity measurements 
As discussed, relative humidity is one of the most important variables in the 
aerosol experiments done in this study. The quality and interpretation of the results 
therefore strongly depends on the accuracy of relative humidity measurements. In our 
experiments, depending on reaction conditions, humidity was determined in two different 
ways. By direct measurements, using a Vaisala humidity probe or indirectly, using 
humidity calibration curve. In direct measurements, Vaisala humidity probe (HM70)45 
was used to measure the RH and temperature of the carrier gas in the flow tube.  
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The probe is a 33 cm long, 1.25 cm diameter stainless steel tube equipped with a 
HUMICAPR 180 sensor, enclosed at the tip in a protective, stainless steel filter cap. 
Water vapor diffuses from the carrier gas through the filter and to the humidity sensor, 
resulting in a 20 to 40 s response time of the probe to changes in RH. The humidity probe 
is supplied with a MI70 hand held indicator and a PC software for direct data monitoring 
and storage. The accuracy of the instrument in measuring the RH, as reported by the 
manufacturer, is ±1% for RH from 0 to 90% and ±2% for RH from 90-100%. The 
accuracy of the temperature measurements is specified to be ±0.20C at +200C.45 
The presence of contaminants (species other than water) in the system may result 
in their deposition on the filter cap or diffusion to the sensor, leading to a decrease in the 
sensitivity of the humidity probe, a shorter lifespan and a change in calibration. Similarly, 
the presence of condensed water on the sensor is another source of inaccuracy. Two 
functions in the instrument settings can be used to solve these problems. Absorbed 
chemicals can be evaporated by performing a chemical purge (during which the sensor is 
heated at 1600C for 2 minutes) and condensed water can be removed by a sensor preheat 
(in which the sensor is heated to 1000C for 4 minutes). It is recommended that a chemical 
purge and a sensor preheat be performed before each experiment, especially when the 
probe has been exposed to a high concentration of contaminants.  
Since the effect of ammonium sulfate aerosols on the humidity sensor is not 
known, in addition to direct measurements (where the probe is placed in the aerosol 
flow), the RH was determined by means of a RH calibration curve and the two methods 
were compared.  
 The calibration curve is obtained in an experiment, in which the area of the 1887-
1891 cm-1 water vapor band is correlated to the relative humidity measured by a humidity 
probe. In the calibration experiment, a saturated flow of nitrogen (2.3 l/min) is generated 
by atomizing deionized water with a TSI atomizer (at 25 PSI) and passing it through a 
Nafion dryer to remove extra liquid water. The humidity of the flow is then randomly 
varied in the 15-100% RH range, by changing the drying rate (26 to 0 SLPM, dry 
nitrogen sheath flow rate) in the Nafion dryer.  
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 Using a somewhat modified experimental set up than the one shown in Figure 3.7, 
where the pre-humidifier and the deliquescence reactor are replaced by a simple glass 
tubing (3.8 cm i.d.) infrared water vapor absorption spectra are recorded simultaneously 
with the direct RH measurements using the Vaisala probe. An example of one such 
calibration curve, obtained by correlating the integrated area of the water vapor band with 
the measured RH is shown in Fig. 3.6 by red markers. Since in separate experiments we 
deal with different aerosol flow rates, it was appropriate to test the calibration curve for 
the dependence on this variable. For that purpose, the humid nitrogen flow rate was 
increased to 3.3 l/min (by operating the atomizer at 35 PSI) and a separate calibration 
curve was generated, represented in Fig 3.6 by blue markers. As it can be seen, there is a 
very good agreement between the two calibration curves, indicating that the relative 
humidity measurements are not sensitive to the absolute water vapor concentration, as it 
should be the case. Taking into account the uncertainties of the humidity probe readings 
and calibration fits, the precision of the humidity measurements obtained using the 
calibration curve is estimated to be ± 2% for RH from 0 to 90% and ±3% for RH from 
90-100%. 
By comparing the measurements obtained using both methods and based on our 
own experience, we came to the conclusion that we can rely on direct RH measurements 
when dealing with diluted salt solution, in which case the difference between the direct 
and indirect method is less than 0.5%. Otherwise, in the case of concentrated ammonium 
sulfate solutions, the difference between the RH values obtained from the direct 
measurement and calibration curve may amount to about 3% (at RH>75%).  
  Due to the corrosive nature of ammonium sulfate and its possible deposition on 
the probe’s sensor, which may have affected the manufacturer’s calibration and the 
accuracy of the probe, the probe itself had to be re-calibrated after every few 
experiments. A two point calibration is done using standard, saturated salt solutions with 
well known relative humidity at room temperature, such as LiCl-11.3%, NaCl-75%, and 
K2SO4-97%.46 Since the RH measurements and the calibration itself are very sensitive to 
changes in temperature, the probe calibration was preformed in a well insulated 






















Figure 3.8: Calibration of the IR signal as a function of the RH for two different 
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25 PSI atomizer pressure
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Chapter four: Determination of complex indices of refraction for 
crystalline ammonium sulfate 
4.1 Introduction 
  The complex refractive indices (optical constants) for crystalline (NH4)2SO4 at 
298 K have been reported previously by Toon et al..47 These values are widely used in 
remote sensing and laboratory studies of aerosols.e.g. 48-51 Discrepancies observed when 
these optical constants are used in Mie fits to experimental extinction spectra49 suggest 
that the values are not fully accurate, or are too coarsely resolved. The goal of this study 
was to improve the frequency dependent refractive indices for crystalline (NH4)2SO4 at 
ambient pressure (1 bar) and 298 K. The new values obtained in this study cover the 
spectral range from 590 to 5990 cm-1 with 2 cm-1 resolution. The new indices of 
refraction are based on infrared (IR) extinction measurements of aerosol obtained in a 
glass aerosol flow tubes (AFT). The indices of refraction were extracted from the 
measurements using the inversion procedure described in Section 2.3 .52 
4.2 Experimental  
 The room temperature experiments were carried out in the glass AFT, shown in 
Figure 4.1. The main modification relative to the generic experimental set up shown in 
Fig. 3.7 is that the Nafion pre-humidifier and the deliquescence reactor are replaced by 
3.8 cm i.d. glass tubing. In these experiments, crystalline (NH4)2SO4 aerosols were 
produced from a solution using the constant output atomizer driven by a flow of dry N2 
(35 psi, 3 SLPM). In order to generate different dry aerosol sizes, five different 
concentrations of (NH4)2SO4 solution were used: 0.1, 0.2, 0.5, 1, and 2 M.  Thus, for 
example, a 1µm droplet generated by the atomizer from a 0.1M solution contains a 
smaller amount of AMS than the same size droplet generated from a 2M solution. Hence, 
removal of water from the aerosol droplets during the drying process leads to the 
formation of crystalline particles of different sizes. The solutions were prepared from 

































 Figure 4.1: Schematic diagram of the room temperature glass flow tube used in the 




The solution aerosols were evaporated in a Nafion dryer. A counter-flow of dry 
N2 was passed through the jacket at flow rates between 25 and 30 SLPM, producing a 
high relative humidity (RH) gradient that drives the rapid diffusion of gas-phase water 
through the Nafion® membrane. Under these conditions, the RH in the aerosol stream 
was reduced to between 10% and 12%, drying the aerosols. The dry aerosols were then 
passed through a U-shaped glass tube. 
The total reaction tube length, including the dryer, was approximately 3 m, 
resulting in residence times of approximately 1 minute. This time was sufficient for 
equilibration of water between the aerosol and vapour phases, as verified by a number of 
experiments carried out using longer residence times. The equilibrated aerosols were 
introduced into the observation cell where the windows were purged with a small flow of 
N2 (less than 1% of the total flow rate) to minimize aerosol deposition. At this point 
extinction spectra were acquired at a resolution of 4 cm-1 with each spectrum being an 
average of 100 scans. All spectra were taken under steady-state conditions; that is, after 
the relative humidity reached a constant value in time. In this particular experiment, the 
relative humidity in the observation cell was determined using the calibration curve 
method.  
 
4.3 Results and Discussion  
  
 The infrared spectra shown in Figure 4.2 were obtained at 298 K using different 
initial concentrations of (NH4)2SO4 solution as described in Section 4.1, resulting in 
different dry aerosol size distributions. (The shown spectra are those obtained after CO2 
and water vapour subtraction). The strong absorption features at 2800-3300 cm-1, 1420-
1450 cm-1, 1115 cm-1, and 620 cm-1, corresponding to the ν3 (NH4+), ν4 (NH4+), ν3(SO42-), 
and ν4(SO42-) modes, respectively,53 are clearly visible under all conditions. As would be 
expected, there is an increase in the aerosol extinction with the concentration of 
(NH4)2SO4 solution. The increase in extinction above 3500 cm-1 is due to particle 





















Figure 4.2: Examples of typical IR spectra recorded for different sizes aerosols. 
  
 Each extinction spectrum shown in Figure 4.2 was used to compute a new set of 
optical constants using the procedure described in Section 2.3.  Initially, we chose the 
smallest AMS particles spectrum obtained in our laboratory earlier in a separate 
experiment, as an initial guess for k(ν), the imaginary part of the refractive index. In that 
particular experiment, ammonium sulphate aerosols were generated by the TSI atomizer 
from a 0.1mol/L ammonium sulphate solution and dried by passing through the silica gel 
diffusion dryer. Before using the spectra, in general, CO2 and water vapour spectra 
should be subtracted from the original recorded (AMS) (extinction spectra). The “small 
particle spectrum” proposed as a first guess is presented in Fig. 4.3, before and after the 
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Figure 4.4 shows a fit to the ammonium sulphate (2 M) spectrum obtained employing the 
optical constants generated from the experimental spectrum and the “small particle 
spectrum” from the Figure 4.3 as the initial guess. As demonstrated in Figure 4.4, there is 
a good overall agreement between the experimental spectrum (2 M) and the fit, with the 
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Figure 4.3: A “small particle spectrum” original (magenta) and after 















Figure 4.4: (NH4)2SO4 experimental (black) and the calculated spectrum (red) for 
2M generated using a small particles spectrum as a first guess. 
 
 Figure 4.5 shows the optical constants derived from all five experimental spectra 




















































































Figure 4.5: The imaginary and the real part of the refractive index  























Figure 4.6: (NH4)2SO4 experimental spectrum (black) and calculated extinction 
spectrum (red) obtained using the new set of optical constants as a first guess  
Δχ= 0.005. 
 
 As can be seen from Fig. 4.5, there are obvious discrepancies between the 
retrieved imaginary part, k, and real part, n, values for aerosols with different size 
distributions, especially in the regions corresponding to the ν3 (NH4+) and ν4(SO42-) 
absorption peaks. To determine if these significant deviations are due to the choice of the 
initial guess or inherent to (the) experimental spectra due to their different aerosols sizes, 
a new initial guess for k0(v) was chosen.  In this case the smallest particle spectrum from 
the set, the 0.1 M AMS spectrum, was chosen as an initial guess (for the calculation of 
optical constants from all experimental spectra). Figure 4.6 shows the experimental and 
the newly computed spectrum for 2 M AMS, using the new initial guess for k0(ν). In this 
case, the difference in the intensity of the ν3(SO42-) peak between the computed and 
recorded spectrum is reduced down to 11%, as seen in the figure. 
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The optical constants derived in this second trial are shown in figure 4.7. A very good 

























































Figure 4.7: A comparison between the optical constants retrieved 
in the second step, for all experimental spectra.   
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 The averaged values of n and k are shown in Fig 4.8 against the values by Toon 






























  Figure 4.8: A comparison of the newly derived optical constants and Toon’s data. 
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 Compared to our averaged values, which cover the range 590 to 5990 cm-1 with 2 
cm-1 resolution, the values of Toon et al. are poorly resolved, with only 58 values 
between 500 and 6000 cm-1. In addition, there are significant differences in n and k 
values between the two data sets. Differences in k are limited to the absorption band 
regions, while the differences in n cover most of the spectral range. As a result, the values 
of Toon et al. are insufficient to accurately reproduce (NH4)2SO4 extinction spectra, 
explaining the fitting errors observed previously.49 This is demonstrated in Figure 4.9, 
which shows that a measured (NH4)2SO4 spectrum (black curve) is reproduced exactly 
using our averaged optical constants (red curve), whereas the optical constants of Toon et 


















Figure 4.9: Calculated fits to a measured extinction spectrum of 2M (NH4)2SO4 at 
298K using our averaged optical constants and the values of Toon et al. 
 The pre-existing complex refractive indices of crystalline (NH4)2SO4 obtained at 
298 K by Toon et al., though widely used, are inadequate to reproduce experimental 
extinction spectra accurately. We have determined a new set of optical constants at 298 K 
which better reproduce extinction features in (NH4)2SO4 spectra, owing to more accurate, 
higher resolution values. 
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Chapter five: Validation of the shape and size distribution of 





The iterative retrieval procedure described in Section 2.2.1 is a commonly used 
method in our laboratory for in situ characterization of aerosols particles from their IR 
extinction spectra. The procedure is used to determine the number density, composition, 
phase and size distribution of laboratory aerosols, and with certain modification, 
atmospheric aerosols by means of remote sensing.33,34 The capabilities of this method 
were tested in our laboratory, on six different types of aerosol particles. The tests were 
performed on aerosols of different shapes and sizes, including: spherical SiO2, solid 
NaCl, (NH4)2SO4, ice, liquid water, and nitric acid trihydrate. In the case of solid 
(NH4)2SO4 aerosols, the good agreement observed between the experimental and 
calculated spectra using the new optical constants (see Chapter 4) suggests that the use of 
Mie theory in this method is appropriate, and hence, implies that the assumption of 
spherical particles is valid. To verify this assumption and the overall effectiveness of this 
numerical fitting procedure in the retrieval of aerosol size distribution, solid (NH4)2SO4 
aerosols were imaged using scanning electron microscopy (SEM) and the results of the 
two methods were compared. This study is done to confirm that under the experimental 
conditions used in this work, the aerosols were indeed spherical or near-spherical, which 








5.2 Experimental  
The apparatus used in the SEM experiments is shown in Figure 5.1. The system is 
essentially the same as the one used in the optical constants experiments (Figure 4.1) with 
a few modifications which allow simultaneous collection of SEM samples and recording 
of infra red spectra. For the aerosol collection, an aluminum stub (1cm diameter) attached 
to a movable rod is placed in the center of the flow tube, 3 cm down stream from the 
observation cell. Special glue in the form of double sided carbon adhesive tab (Soquelec 
International) is applied on top of the aluminum stub, to increase the collection efficiency 
of the probe. A cooling system for the Nafion drying gas and a KOH dryer are added in 
order to improve drying and reduce particle agglomeration to minimum.  
In this experiment ammonium sulfate aerosols were generated using solutions of 
0.1M, 2M, and 3.5M. For all experiments the backing pressure of the atomizer was 35 
PSI, but the sampling time and the drying flow rates were varied according to the 
concentration of the initial solution. The generated liquid droplets were dried in the 
Nafion dryer operated at 10-30 SLPM counter-flow rate. Prior to entering the Nafion 
dryer, the nitrogen gas is passed through the cooling system. This cooling system consists 
of a copper coil (2 m long with a 0.5 cm i.d) and an ice bath and decreases the 
temperature of the nitrogen flow to 100C. Previous experiments, where the efficiency of 
Nafion dryer under different operating conditions was tested (Annex 1), showed that at 
drying flow temperature of 100C the RH of the aerosol flow decreased to 7-10%. The 
drying process continues in the horizontal KOH dryer (50 cm long, 20 cm i.d., 1/3 filled 
with drying agent), positioned downstream from the Nafion dryer and connected to the 
flow system by flexible silicone tubing. At the exit of KOH dryer, the RH of the aerosol 
































Figure 5.1: Schematic diagram of the room temperature glass flow tube used 
in the ammonium sulfate SEM experiments. 
 
 
Dry N2 flow 
Dry N2 carrier gas 
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As already noted, ammonium sulfate solutions with three different concentrations 
were atomized to obtain different size aerosol particles and for each concentration a 
number of samples were acquired and analyzed. The operating conditions, including 
drying rates and sampling times, were optimized with respect to the concentration of 
solutions used. In the case of 0.1M solution, the RH of the aerosol flow was lowered 
down to 7% by using 30 SLPM cooled dry nitrogen and the sampling times were 30 and 
60 minutes. In the experiments where a 2 M solution was atomized, sampling times were 
reduced to 10 and 15 minutes to reduce the number of agglomerates (that we suspected 
would increase with increasing particle size and concentration).  
During sample collection, the RH of the aerosol flow was around 10%, reached 
by using a dying nitrogen flow rate of 10 SLPM. Further increase in the drying flow rate 
did not result in a decrease in RH. The aerosols produced from a 3.5 M solution were 
collected over 15 and 10 minutes sampling times. In this case, the RH of the aerosol flow 
and the flow rates are similar to the ones described for the 2 M solution experiment. To 
remove residual water, the obtained samples were kept in a CaCl2 desiccator until further 
analysis. The aerosol samples prepared this way were then coated by a few nm of gold 
and imaged using a SEM. 
 
5.3.1 Results and discussion 
  
Figures 5.2.a and 5.2.b show SEM images of the samples obtained using a 0.1 M 
AMS solution and sampling times of 30 and 60 min. As it can be observed, there is a 
significant number of agglomerates on the samples collected over 60 min. However, as 
expected the 30 minutes sample had just a few agglomerates and the size and shape of 
individual particles was similar to that on the 60 minutes sample. A sharp decrease in the 
number of agglomerates with decreasing sampling time leads us to the conclusion that the 
coagulation of particles in the flow tube is highly unlikely. It appears that the 
agglomerates are primarily formed upon particle deposition on the probe during the 




In the experiments where a 2 M solution was atomized, we noticed that a 15 
minutes sampling time results in the appearance of  a few agglomerates on the probe, 
whereas a 10 minute sampling time leads to a high number of well separated particles. 
Figures 5.3.a and 5.3.b show SEM samples obtained for 10 minutes sampling time and 
different magnifications. Zoom in images of this sample (Fig 5.3.b) shows that crystalline 
ammonium sulfate aerosols are indeed compact, near spherical particles. 
 It should be also noted that in the SEM images presented, some individual 
particles are bigger than it is likely to be produced by the atomizer. This can be attributed 
to the coalescence of liquid particles at the exit of the atomizer, the drying of which 
results in the occurrence of big spherical particles. In any case, the conclusion is that the 
SEM results do confirm that under the experimental conditions used in this work, the 
aerosols were indeed spherical or near-spherical, which is consistent with the findings of 


























Figure 5.2: SEM images of ammonium sulfate particles generated from a 0.1M 










Figure 5.3: SEM images of ammonium sulfate particles generated from a 0.1M 
solution. a) magnification 1KX, b) magnification 50 KX. 
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5.3.2 Validation of size distribution (retrieval)  
 
The SEM samples collected during this experiment were also used to obtain 
information about aerosol size distribution and compare it with the distribution retrieved 
from the IR experimental spectra, recorded during SEM sampling. It should be pointed 
out that the optical constants employed in the inversion method here are our newly 
derived optical constants, reported in Chapter 4.  
The particle size distribution from SEM spectra was obtained by manually 
compiling a histogram for individual SEM images. The number of particles on the 
obtained and analyzed samples varies from 50 to 350 particles. By looking into a number 
of spectra we were able to conclude that the approximate location of the modes is 
obvious in samples as small as 50 particles and at least 150 particles are needed to obtain 
well defined, reproducible shapes of the modes. The sample showed in Figure 5.3 is one 
of the largest samples we had available, with 350 particles. We also checked the 
dependence of the size distribution on the presence of agglomerates. This was done by 
observing the difference in the histogram when agglomerates were simply excluded from 
the picture and the remaining particles counted, or when the particles comprising the 
agglomerated were also counted in individually. No visible effect was noticed on the 
shape of the retrieved distribution. 
Figure 5.4 illustrates how the distribution obtained from the SEM image 
(histogram) and the distribution retrieved from the IR spectrum (solid line) compare. 
There is apparently a very good agreement between the two. The size distribution 
obtained applying the iterative method is multimodal with maxima at approximately 0.3, 
0.6 and 1.0 μm, while the corresponding distribution obtained from SEM images also has 
a similar shape with two identifiable modes in the same locations as those obtained from 
FTIR. The agreement between the two size distributions gives evidence that the FTIR 
inversion method can be successfully used in determining the multimodal size 






Figure 5.3 SEM image of ammonium sulfate crystalline particles generated by 
atomization of a 3.5M solution. 
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Figure 5.4 Number distribution of (NH4)2SO4 particles retrieved from an 





Chapter six: Determination of complex indices of refraction for 
ammonium sulfate solution 
 
6.1 Introduction  
It is well known that the aerosol optical constants change with particle phase and 
composition. In the most general sense, accurate optical constants for both solid and 
aqueous form of hygroscopic atmospheric aerosols are needed in order to “properly” 
estimate their effect on the radiative transfer. 47,58 In the case of this study, having 
accurate optical constants for the two phases is essential for the characterization of 
aerosols in situ (see Section 2.2.1) and the studies of their deliquescence process. In 2001 
Martin et al. reported optical constants for aqueous ammonium sulfate derived from IR 
spectra at 298 K.59,60Previously, optical constants for ammonium sulfate were reported 
for 10% wt, 25% wt and 40% wt in the 14280-3780 cm-1 spectral range, at 24oC (Gosse 
at al)61, for 39% wt in the 2200-980 cm-1 spectral region, at 23oC (Remsberg)62 and for 
18.5% wt, 28 %wt, and 35% wt in the 5200-400 cm-1spectral range (Downing ).63 These 
spectra were recorded in a ATR experiment and cover a frequency range from 816 cm-1 to 
3926 cm-1. To test the quality of the available optical constants, a spectrum of liquid 
ammonium sulfate aerosol recorded in our apparatus was fitted by applying the procedure 
described in Section 2.3. The experimental spectrum shown in Figure 6.1 in black 
corresponds to 40% wt. liquid AMS aerosol, as determined indirectly from its 
equilibrium RH and AIM model (see Section 2.2.2). For the fitting, we used the most 
complete set of optical constants published by S. Martin.60 In this particular case the 
optical constants for 40%w/w ammonium sulfate solution. The result is shown in Figure 
6.1, where the calculated extinction spectrum is represented with a red line. It is apparent 
that S. Martin’s optical constants are not accurate enough to generate a good fit and to be 
used for a reliable characterization of aerosols. The purpose of the work presented in this 
chapter was to obtain a more accurate set of optical constants for a range of compositions 
of ammonium sulfate solution and use them for the characterization and the 























fit obtained using S. Martin's optical constants 
experimental 40%w/w (nebulizer)
 
Figure 6.1: An example of the fit (for an experimental spectrum) obtained using S. 
Martin’s optical constants 
 
6.2 Experimental  
 
The experimental set up used in this study was essentially the same as the one 
used in the study for determination of optical constants for crystalline AMS, described in 
Chapter 4. The difference is that, in this study, the Nafion dryer was used either as a dryer 
or a humidifier, depending on the experimental conditions required. 0.1M, 0.5M, 1M and 
2M ammonium sulfate solutions were atomized to produce aerosols of 40%, 35%, 30%, 
25%, 20%, 15%, 10%(w/w) aqueous concentration. Table 6.1 summarizes operating 
conditions used in the experiments for each of the above listed aerosol concentration. 
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 Theoretical RH 




40% 1M 0.25 - 82.3 82.8 
35% 0.5M 0.5 - 86.1 86.4 
30% 0.5M 0.25 - 89.0 89.3 
25% 2M 0 - 91.5 91.8 
20% 1M - 1 93.9 93.8 
15% 0.1M 0 - 95.6 95.6 
10% 0.1M 0 - 97.2 97.1 
 The carrier gas flow rate was constant, around 3.3 SLPM in all the experiments. 
Prior to the experiments, a calibration curve is generated and the water vapor spectra 
recorded in this experiment were used to subtract water vapor (absorption features) from 
the ammonium sulfate spectra. During experiments the RH of the aerosol flow was also 
measured directly by the Vaisala probe. The total length of the flow tube of around 3 m, 
was chosen so that the aerosols reaching the observation cell are well in equilibrium with 
the carrier gas and with the glass walls. The recorded RH of aerosols is their RH at 
equilibrium and this value was used to determine the aqueous concentration of the 
aerosol particles using the AIM thermodynamic model. The theoretical RH (column 6, 
Table 6.1) is the humidity at which aerosol droplets, in equilibrium with their 
surroundings, will have the concentration specified in the first column of Table 6.1.   
 Figures 6.2 through 6.5 show the original and “subtracted” ( water vapor and CO2 
absorption lines are removed from the spectrum) AMS spectra ranging from 40% to 10% 
wt. solution concentration, used to derive the new set of optical constants. The recorded 
spectral range from 6000 to 500 cm-1 includes all four absorption modes corresponding to 















Spectrum with water vapor and CO2 absorption bands














Spectrum with water vapor and CO2 absorption bands
Spectrum after water vapor and CO2 subtraction
 
Figure 6.2: Experimental spectra of 40% wt (NH4)2SO4 (top) and 35 wt % 















Spectrum with water vapor and CO2 absorption bands














Spectrum with water vapor and CO2 absorption bands
Spectrum after subtraction of water vapor and CO2
 
















Spectrum with water vapor and CO2 absorption bands














Spectrum with water vapor and CO2 absorption bands
Spectrum after subtraction of water vapor and CO2
 
 















Spectrum with water vapor and CO2 absorption bands
Spectrum after subtraction of  water vapor and CO2 
 
Figure 6.5: Experimental spectra of 10% wt (NH4)2 SO4 . 
 It can be seen that the experimental spectrum generated from 0.1M has noticeably 
more noise than the one from 2 M, which is expected since a high initial solution 
concentration leads to the generation of bigger aerosol particles and subsequently to a 
higher S/N ratio. 
 In principle, it would have been advantageous if all the aerosol compositions 
could have been obtained from 2 M or 1 M solutions, which would have resulted in 
spectra with minimal noise. In practice, however, that was not possible to achieve due to 
frequent clogging of the TSI atomizer when working with highly concentrated solutions.  
In addition to the dry (NH4)2SO4 spectral features described in Chapter 4, the 
extinction spectrum for aqueous ammonium sulfate shows the presence of condensed 




The absorption bands corresponding to condensed phase water (OH-stretch, 
HOH-bend and H bond) located at 3450, 1640 and 650 cm-1, have a similar position as in 
the pure water spectrum. As the concentration of ammonium sulfate in the aerosol 
particles decreases, the absorption bands of ( )+44 NHν  and ( )243 −SOν  broaden and shift to 
a higher frequency (by a few wavenumber )64,65. 
 
6.3 Results and discussion 
 
As discussed earlier, the inversion method for the retrieval of refractive indices 
requires an initial guess for k(v). In order to employ the imaginary part of the refractive 
index from Martin’s data as an initial guess for the calculation of new optical constants, 
the Scott Martin’s data were extended from 816-4000 cm-1 to our experimental range of 
600-6000 cm-1. This is essential since the data in the missing spectral ranges contain 
valuable qualitative and quantitative information on the ammonium sulfate sample. The 
region 600-816 cm-1 includes the ( )244 −SOν  absorption peak that gives information about 
the composition of the aerosol particles, whereas the region above 4000 cm-1 (especially 
significant in the case of bigger particles, with increased scattering activity) could be 
important when determining the size of the aerosol particles. The imaginary part of Scott 
Martin’s optical constants was thus extended to 600 cm-1 using two Lorentzians and an 
exponential curve given by: 
A/(f2+f22)+B/(f2+f32)+C*e(D*(f1-f) 
where A,B,C are amplitude factors. The high frequency end was extended to 6000 cm -1 
based on the assumption that in this wavelength range the imaginary part values are equal 
to those at 4000 cm-1.60 The new optical constants are then calculated applying the 
procedure described in Section 2.3. The anchor point n∞ for each concentration of 
ammonium sulfate solution is calculated from Koop’s data in VIS, for the real part of the 
refractive index, at 298 K and 1µm. No change in the optical constants was noticed when 
derived again using ∞n  values at 0.35 µm. The values of the anchor points at 1 µm, used 
in the final calculations, are presented in Table 6.2.  
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Table 6.2: The anchor point used for each concentration 
AMS aerosols 










 New optical constants for seven different compositions are thus generated for the 
extended frequency range of 600-6000 cm-1 at the resolution of 2 cm-1. The n and k 
values derived in the present work for 40% AMS are presented in Figure 6.6 along with 
the original S. Martin’s data. The comparison shows a good agreement for both n and k in 
the spectral region from 1700 to 2650 cm-1. By examining the real part of the refractive 
index it can be observed that in the region below the 1700 cm-1 HOH-bend, ( )+44 NHν  
and ( )243 −SOν  peaks retrieved in this study are systematically lower than S. Martin’s 
data, by up to 3 %. In the region 2650-3250 cm-1, corresponding to ( )+43 NHν  peak, the 
intensity of our peak about 1% higher. The biggest discrepancy between the two data sets 
is in the spectral region from 3400 to 3700 cm-1. In the case of the imaginary part, we 
observed a slight difference in the shape of the ( )243 −SOν  peak, this peak being broader 
in our case. Furthermore, in the spectral region between 2700 and 3500 cm-1, S. Martin’s 
curve overshoots ours by almost 4%. These observations are valid for all concentration.  
Once the optical constants are retrieved, an extinction spectrum can be calculated 
applying Mie theory and the procedure previously described in Section 2.3. Figure 6.7 
illustrates the difference between the experimental spectrum of 40% AMS aerosols and 
the fits calculated using data from the present work data and S Martin’s data.  
An excellent agreement was observed between the experimental spectrum and our 
fit, whereas S. Martin’s fit apparently underestimates the extinction values at 2050-2250, 
1375-1400 and 1125-1200 cm-1 and overestimates them at around 1500 cm -1.  
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Figure 6.6: Comparisons between S Martin’s and present work, real part (a) and 
imaginary part (b) of the refractive index at 40% w/w AMS. The black line 
represents the result of the present work for 40% AMS, while the red line 
represents S Martin’s data. 
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 Figure 6.7:  Experimental extinction spectrum for 40% AMS aerosols (black line) 














present work data for 25%AMS











present work data for 25% AMS
S.Martin's data for 25% AMS
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 Figure 6.8: Comparison of S. Martin’s and present work, real part (a) and imaginary 
part (b) of the refractive index at 25% w/w AMS. The black line represents the result 






















fit with present work optical constants




















  Figure 6.9: Experimental extinction spectrum for 25% AMS aerosols (black line) 




















fit with present work optical constants



















  Figure 6.10: Experimental extinction spectrum for 30% AMS aerosols (black line) 




















fit with present work optical constants


















 Figure 6.11: Experimental extinction spectrum for 20% AMS aerosols (black line) 
with fits from present work data (dashed red line) and S Martin's data (blue line)   
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6.4 Retrieval sensitivity to spectral range  
 
The size and the number density of the aerosol particles is determined by applying 
the retrieval procedure, described in Section 1.4, to an experimental IR extinction 
spectrum. When illuminated by an infrared beam, ammonium sulfate particles scatter and 
absorb light. Previous studies showed that the computed scattering cross-section gives 
information about the size of the aerosol particles, whereas the measured absorption 
cross-section provides valuable information on the aerosol composition. 66 Scattering and 
absorption cross sections are functions of the real and imaginary part of the refractive 
index and as shown in Section 1.4 the optical constants vary strongly with frequency. 
Therefore the accuracy of the retrieved size distribution might be affected by the 
frequency range of the IR extinction spectrum.  
To test the sensitivity of the retrieval method to different spectral ranges (within 
the 600-6000 cm-1 where ammonium sulfate exhibits scattering and absorption) we 
applied it to the experimental extinction spectra of a 25% wt AMS solution aerosol, 
shown previously in Figure 6.3 (bottom). Figure 6.12, again shows the same experimental 
spectrum for 25% wt AMS aerosol particles (represented here by the black line), and the 
fits calculated using the entire spectral range (red line), and sub-ranges 840-3930 cm-1 
(green line) and 840-6000 cm-1 (dashed blue line). All fits were computed using the new 
optical constants for 25% wt AMS reported in this chapter. An excellent agreement 
between the experimental spectrum and the fit is observed in all cases. The corresponding 
retrieved size distributions are shown in Figure 6.13. The red line again shows the 
retrieved size distribution when the entire range (600-6000 cm-1) is employed. The solid 
green and dashed blue lines represent the size retrieved when the range is limited to 840-

































Figure 6.12: Extinction spectra of (NH4)2SO4 aerosols with best calculated fits for 
















600-6000 cm -1 (χ2=0.5)
840-3930 cm-1 (χ2=2)
840-6000 cm-1  (χ2=0.5) 
 















Figure 6.13: Number (top) and volume (bottom) distribution retrieved from an IR 
experimental spectrum of 25 wt % (NH4)2SO4 particles. 
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In the frequency range above 4000 cm-1, the scattering efficiency of a particle 
increases with increasing frequency, thus excluding this part of the spectrum is expected 
to effect primarily the size distribution. The composition of aerosol is not affected by the 
removal of this spectral range because ammonium sulfate has no absorption bands in this 
region (the imaginary part of the refractive index in this range is almost zero - as it can 
bee seen in Figure 6.8). Both the number and volume distribution retrieved for 
ammonium sulfate aerosol particles support this idea. Figure 6.13 shows no significant 
difference in the size distribution when the spectral rage is reduced to 840-6000 cm-1.The 
excluded part of the spectrum is thus important in retrieving information about the 
composition and phase of  aqueous aerosols. A noticeable change in the size distribution 
is seen when the frequency is in the range between 840 to 4000 cm-1.In this case the mean 
radius of the number distribution shifts up by 20-25% and the total volume by up to 
3%.These results lead to the conclusion that a higher spectral range increases the 



























Chapter seven:  Deliquescence of ammonium sulfate aerosol 
7.1 Introduction 
 To test our newly designed flow tube and the tools developed for aerosols 
characterization, a standard deliquescence experiment on ammonium sulfate aerosols was 
performed as a preparatory step for the kinetic study. The ammonium sulfate 
deliquescence was extensively studied in the past (by several groups), using a tandem 
differential mobility analyzer 67,68 and a temperature controlled flow tube system 17,23,69,70. 
An example of an ammonium sulfate deliquescence curve obtained by Tang and 
Munkelvitz (Figure 1.6) in one of such studies was already shown in Section 1.5. In that 
particular study, the deliquescence process was observed at 80% RH. The DRH values 
reported in numerous studies somewhat differ (e.g. Gysel,80±1.2%; Colberg,80±2%; 
Biskos,79±2.5%), however within the given uncertainties, they are all in good agreement, 
including with the theoretical value of 79%, obtained from thermodynamic 
calculations.71-73   
The goal of this experiment was to generate our own deliquescence curve and 
compare the results with those reported by other groups, obtained using different 
experimental methods. The result of this test-study is expected to give us a better insight 
into the accuracy and sensitivity of our experimental method, and of the procedure used 
for the determination of aerosol composition. Since the deliquescence curve depicts the 
change in liquid water content in an aerosol particle as a function of the ambient relative 
humidity, it is essential that both these properties be measured or determined accurately. 
For that purpose, the RH in this particular experiment is determined by both direct 
measurements using Vaisala probe and the integration of water vapor absorption band 
from IR spectrum. The aerosol composition is determined by employing the retrieval 







7.2 Experimental setup 
The schematics of the apparatus used for the room temperature deliquescence 
experiments are shown in Figure 6.1. The set up consists of two Nafion dryers connected 
in a series, a humidifier, a glass tube (120 cm long) and the deliquescence reactor, leading 
to the observation cell. The ammonium sulfate aerosols were generated by a Burgener 
Mira Mist nebulizer from 2 M aqueous solution of AMS. The Vaisala humidity probe 
was placed downstream from the observation cell, as earlier described in the general 
experimental set up (see Section 3.8). The aerosol droplets were dried by passing aerosol 
flow through a series of two Nafion dryers (100 cm and 50 cm long, respectively). The 
RH of the aerosol at the exit of the dryers was determined by closing off the humidifier 
(i.e. by closing the inlet and outlet of the humidifier jacket) and measuring the humidity 
of the flow at the exit of the observation cell by Vaisala probe and from IR spectra using 
calibration curve. The humidity of the dried aerosols was less than 12% which is, for 
practical purposes, considered dry.  
 In operational mode, the humidifier jacket is supplied with a flow of (humid) 
nitrogen (humidified in atomizer), as described in Section 3.6, while the deliquescence 
reactor is kept closed. During the experiment, the humid sheath flow of the Nafion 
humidifier was increased stepwise starting from 2 l/min to 4 l/min, resulting in a gradual 
increase of the RH of aerosol leaving the humidifier from 57.7±0.5% to 81.2±%. 
Downstream from the humidifier there is no more exchange of water vapor, allowing the 
aerosol to reach (thermodynamic) equilibrium with the carrier gas by the time their IR 
spectra are recorded in the observation cell. This should be a realistic assumption 
considering the time necessary to saturate an aerosol particle is estimated to be a few 
tenths of a second,64 almost  three orders of magnitude smaller that the residence time of 
aerosols in the flow tube (the residence time of aerosols particles in the flow tube, from 
the exit of the humidifier to the observation cell, is 162 s for the experimental conditions 

































Figure 7.1:  Schematic diagram of the room temperature glass flow tube used in the 
deliquescence of (NH4)2SO4 experiments. 
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7.3 Results and discussion 
 A total of 57 aerosol spectra were recorded in the 75-81% RH range. Once the RH 
of each spectrum is determined by integrating the 1883 and 1897 cm-1 water vapor band, 
water vapor and CO2 spectral features are removed from the raw spectra. A sample of the 
“clean” ammonium sulfate spectra obtained in this way is shown in Figure 7.2. The 
relative humidities, determined from the integration and the calibration curve, are 
compared to those acquired by the Vaisala humidity probe and the difference between the 





























As it can be seen in Figure 7.2, the evolution of the IR spectra and changes in the 
absorption features as a function of increasing RH are evident by simple visual 
inspection. Up to 78% RH, there are no changes in the shape and position of the 
absorption features with increasing RH. However, at approximately 78%, NH4+ and SO4-2 
peaks become wider and condensed water bands appear, as it can be seen from Figure 
7.2. This point is considered the onset of water uptake by the aerosol particles, that is, the 
aerosol deliquescence. From this point on, the liquid water absorption features including 
3450 cm-1 OH-stretch, 1640 cm-1 HOH-bend and 1640, 650 cm-1 H bond, become more 
prominent with increasing RH. As noted earlier, the spectra were recorded in the RH 
range 57.7-81.2%. At humidities higher than 80.6%, the losses of aerosols became 
evident, as witnessed by a sudden decrease in the amount of AMS detected in the spectra, 
and the increase in white AMS deposits on the inner-lower wall of the glass U-tube 
section. As it will be shown later at this point aerosols are fully deliquesced, their 
increasing mass and inertia leading to higher deposition rates. 
 A deliquescence curve, which describes the change of the liquid water uptake by 
aerosols as a function of RH, was generated using two different methods. In the first case, 
the liquid water content (LWC) was determined by integration of the 2300-3600 cm-1 
liquid water band in IR spectra. Alternatively, the water content was determined from the 
volume distribution retrieved by the fitting procedure described in Section 2.2.1. Since 
during the deliquescence process AMS aerosol changes composition from solid particles 
(100% wt.) to saturated solution (≈40% wt.), the spectra were in this case fitted using the 
basis set(s) for solid and 40% wt. AMS solution, generated from our new optical 
constants (see Chapters 4 and 6). Samples of the fitted spectra and the corresponding 
distributions are shown in Figures 7.3 through 7.8. As can be seen, there is excellent 
agreement between the experimental and the calculated extinction spectra. The volume 
distribution plots clearly demonstrate the increase in the amount of 40% AMS at the 
expense of solid, with increasing RH. The corresponding LWC of the aerosol is 
subsequently determined by the integration of the 40% AMS volume distribution, given 



































Figure 7.3: (NH4)2SO4 experimental spectrum (black) and calculated extinction 








































Figure 7.4: (NH4)2SO4 experimental spectrum (black) and calculated extinction 
spectrum (red) of aerosol particles in an environment of 78.5% RH (top) and 78.9% 






































Figure 7.5: (NH4)2SO4 experimental spectrum (black) and calculated extinction 
spectrum (red) of aerosol particles in an environment of 80.3%RH (top) and 












































Figure 7.6: Volume distribution retrieved from an experimental IR (NH4)2SO4 
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Figure 7.7: Volume distribution retrieved from an experimental IR (NH4)2SO4 









































Figure 7.8: Volume distribution retrieved from an experimental IR (NH4)2SO4 




It is apparent from the size distribution that particles within 0.45-1µm size range 
deliquesce first resulting in the 40% wt AMS solution mode seen in Figure 7.6 (bottom). 
Other modes corresponding to deliquesced particles appear later on, at higher RH. This 
observation might be related to the morphology of different size particles. As a result of 
the drying process, smaller particles could be tightly packed crystals, while bigger ones 
might be more irregular due to the presence of pores and water inclusions.  
The deliquescence curves generated using the two methods are presented in 
Figure 7.9 In both cases, the RH values represented on the abscissa are those obtained 
from the RH calibration. As can be noted, the results obtained from the two methods are 
in very good agreement, demonstrating the applicability of our retrieval method in the 
determination of aerosol composition. As can be seen from the plots, the DRH range 
determined in our experiment is 79.6 %±0.85 which is, within experimental uncertainty, 
in a very good agreement with the previously reported values. This, again, demonstrates 
the capability of the experimental design and the reliability of methods used in this work.   
As noted previously, the humidograms derived in this study indicate that the 
deliquescence process occurs within 3.3 % RH range. The onset of deliquescence was 
determined to be at 77.9 % RH, (which is at the lower end, relative to the other studies in 
which the onset was reported to be at 79±1%). Although this is still within the 
experimental uncertainty and accuracy limits of the instruments and methods used for the 
RH measurements, the early onset can be also due to the morphology of AMS aerosol 
particles. As discussed in Chapter 6, we performed the experiment to study the shape but 
not the morphology of AMS particles. Since AMS particles are formed by drying liquid 
droplets, it is possible that during the nucleation process liquid water be trapped 
(imbedded) in the concave pores even at humidities much lower than efflorescence 
RH.20,72As shown in the study by Colberg et al., the shielding degree of the imbedded 
water is determinant in whether the water uptake begins below DRH.72 When the liquid 
water in the pores comes in contact with the water vapor in the environment, it can 









































Figure 7.9: Deliquescence curve for AMS. Liquid water content: a) obtained from 
the integration of liquid water bands (2300-3600 cm-1); b) obtained from the volume 
distribution; as a function of RH. 
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Chapter eight:   Kinetics of deliquescence of ammonium sulfate 
 
8.1 Introduction 
 While the thermodynamic aspect of the deliquescence process was studied 
extensively, both theoretically and experimentally, the kinetics of the process is still 
largely unknown. It is only in the past 15 years that new theories on the kinetics of 
deliquescence process have been introduced. One of them, proposed by Shchekin, 
Rusanov and Kuni, was developed in the framework of capillarity approximation using 
classical thermodynamics.74-77 To avoid the use of surface tension for small particles, 
Ruckenstein and Nowakowski developed a theory that describes the kinetic process by 
determining the rate of absorption and emission of molecules (solute and water vapor) 
from the thin film of solution formed on a solid core.78-81 This theory was applied to a 
monodisperse sample of (model) spherical aerosols with core material molecules that do 
not dissociate in water (in the thin film). The deliquescence curve (maximum external 
radius as a function of vapor saturation ratio) obtained using this approach shows a non-
sharp transition of aerosols from a solid core surrounded by a thin liquid film to a 
saturated solution droplet.82 This new theory was able to explain the non-sharp 
deliquescence observed experimentally in the case of NaCl and KCl aerosol particles. 
 While there has been a steady advance in the theoretical work done to describe 
and quantify the kinetics of deliquescence, the experimental kinetic measurements of it 
are still very scarce. The goal of this study is precisely to experimentally determine the 
kinetics of water uptake by aerosols, in particular, on ammonium sulfate particles. 
Studying the kinetics of any process, including deliquescence, requires that an 
appropriate kinetic model be adopted or developed, and an experimental design which 
will closely simulate the model’s assumptions. The description of the kinetic model, the 






8.2 Deliquescence Kinetic model 
The deliquescence kinetic model used in this study is based on the calculation of 
the overall water uptake netγ  by the aerosol particles. The overall uptake is the end result 
of a series of processes that take place once the solid aerosol particle comes in contact 
with a humid environment. These processes include diffusion of water vapor to the 
aerosol surface, accommodation and evaporation at the interface, and diffusion of 
absorbed molecules into the bulk liquid. The overall effect of all these processes is best 
described by the resistance model.83The resistance model can be applied to solid aerosol 







αγ                                                                                         (8-1) 
where 
gΓ
1  is the resistance associated with the (diffusional) gas transport to the surface, 
α is the mass accommodation coefficient and 
lΓ
1  is the resistance associated with the 
diffusion and solubility in the bulk liquid. 
 The first term, Γg, in eq. (8-1), calculated for the diffusion of gas molecules to a 
sphere of diameter d, accounts for the gradient in concentration of gas at the aerosol-gas 







Γ              (8-2) 
where 
−
c is the mean molecular speed (in cm/s) and gD is the diffusion coefficient of gas 
molecules to the aerosol particles (in cm2/s). Since in our experiments water vapor 
molecules diffuse to aerosol particle surface in nitrogen (atmosphere), the gD represents 
the diffusion coefficient of water vapor in nitrogen gas, which is at ambient conditions 
0.22 cm2/s.  
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The second term,α , describes the probability of a gas molecule colliding with the surface 







The third resistance term in eq. (8-1), accounts for the solubility limited uptake, and 















           (8-3) 
In the eq. (8-3) H is Henry’s constant (mole liter-1atm-1), lD  is the liquid phase diffusion 
coefficient and t  is the exposure time of the liquid to gas molecules (s). This uptake 
decreases in time and becomes zero when the rate of absorption equals the rate of 
evaporation of gas molecules in and from the liquid film surrounding the solid core of the 
aerosol particle. 
As previously mentioned, we are interested in calculating the overall uptake netγ  
by applying a kinetic model to the data obtained from the flow tube experiments. The 
kinetic model used in our calculations was based on the low–pressure reactor model 
developed previously by Remorov.84 The model assumes that the flow tube design is such 
that low Reynold’s numbers and a fully developed Poiseuille profile are achieved by the 
time the aerosol flow reaches the observation cell. In this case, the steady state mass 
transfer of gas molecules to the aerosol particles, in the cylindrical flow tube can be 
described by the following mass balance equation: 
 
 




















































The mass balance equation indicates that changes in the gas concentration profile in the 



























, and the 
uptake of water vapor molecules by the aerosol particles, knw. This mass balance 
equation can be directly applied to our own flow tube - deliquescence reactor, the cross 
section of which is shown in Figure 8.1.  In this case, eq. (8-4) is subjected to the 
following boundary conditions: 
                    (8-5) 
 
and  
  (8-6) 
 
the first corresponding to the assumption that concentration of water vapor at the reactor 
walls is equal to that on the Nafion (membrane), and the second one describing a 
symmetrical profile of water vapor at the center of the aerosol flow.  
                  As it can be seen from the schematics of the deliquescence reactor shown in 
Fig. 8.1, the model assumes that there are two distinct zones (in the reactor) relative to 
water vapor loss. In the central region of the reactor, in which relative humidity did not 
yet reach the deliquescence value, the rate of water vapor consumption by aerosol is zero. 
In the boundary layer itself, which is defined as the region in which RH is the same or 
higher than the DRH, the rate loss of water vapor, k, is finite and can be determined from 
Fuchs-Sutughin expression:85 
V~ - average flow velocity 
gD - diffusion coefficient of the gas
r -  radius of the aerosol flow
k - pseudo- first order rate constant for the uptake 
of water vapor molecules by the aerosol particles 
 
R -flow tube radius 
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Figure 8.1: Schematic diagram of the (partially open) deliquescence reactor 
cross-section. The blue arrows show the water vapor profile at a certain position of 





                                                                                                                               (8-7) 
 
 
             
 
 
In eq. (8-7)  ri   is the aerosol radius,        the number density of the aerosol particles and                               
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By treating the (loss) rate constant, k , in the mass balance equation this way, the 
net uptake netγ  can be calculated given that the contact time, the radius and the number 
density of the deliquesced aerosol particles are known.   
As described in more detail in the experimental section, the experimental design 
and operating conditions were chosen in a way that further simplifies the model given by 
Eq. 8-4. For instance, the employed flow conditions allowed that the axial water vapor 
diffusion term be neglected. Further, application of the initial conditions for the 
differential equation was significantly simplified due to the fact that a uniform water 
concentration across the radius is achieved before the aerosol flow enters the reactor, and 
kept constant during the experiment. In addition, the model includes several important 
assumptions such as that the radial diffusion of the aerosol particles, their agglomeration 


























The differential equation (8-4) is solved using a numerical procedure based on the 
finite difference method, with the partial derivatives ∂n/∂r and ∂2n/∂r2 determined using 
forward central difference approximation. Assuming some initial γ value in the range 
between 0 and 1, the procedure calculates the water vapor concentration profile across the 
tube and forward in (residence) time domain. The average concentration of water in the 
end of the reactor is determined from the radial concentration profile and this value 
compared with the experimentally measured concentration. The initial value of γ is 
changed and the calculation repeated until the measured and calculated concentrations 
agree within some pre-determined precision, in this case set to 1×10-3. Since calculated 
concentration at the exit of the reactor is a monotonous function of γ, a simple bisection 


























8.3 General Experimental  
 
The (vertical) apparatus employed in the study of kinetics of deliquescence is 
identical to the one used in the deliquescence experiments, presented in Chapter 7, Figure 
7.1. The aerosol flow generated by the nebulizer passes through the dryers, the pre-
humidifier and the glass tube before it enters the deliquescence reactor. The purpose of 
the pre-humidification step was to bring the RH of the aerosol flow close to the DRH, for 
which we previously determined in the same apparatus to occur at 79.6%±0.85 (see 
Section 7.3). The humidity is typically brought to around 2 % of the DRH, value at which 
no or very few aerosols have already deliquesced (maximum of 0.1% by number). Such 
aerosols were then passed through the long glass tube, with the residence time long 
enough to allow the aerosol flow to reach equilibrium before entering the deliquescence 
reactor. For this type of experiments the aerosol flow rate is about 1 SLPM. The 
Reynold’s number for this particular flow rate and tube diameter is 0.327, which would 
result in a fully developed laminar profile in 5.15x 10-3 cm from the entrance of the 
aerosol flow in the glass tube. 
As previously mentioned, the deliquescence reactor consists of a Nafion 
membrane wrapped around a perforated tube enclosed in a glass jacket and a sliding 
stainless steel inlet. A humid flow of nitrogen is flown through the jacket, under which 
conditions the reactor acts as a humidifier. The presence of the sliding inlet allows that 
contact times between the aerosol and water vapor be easily varied and the uptake 
coefficient measured at different stages of the deliquescence process (The design and the 
operational principle of the reactor were already explained in Chapter 3, Section 3.4.)  
 A cross-section of the deliquescence reactor, presented in Figure 8.1, shows the 
water vapor profile in the aerosol flow for a particular position of the sliding inlet. The 
aerosol flow has a fully developed laminar profile by the time it reaches the reactor’s 
entrance. As previously mentioned we assume a negligible diffusion of the aerosols in the 
radial direction, therefore the profile of the flow is maintained throughout the reactor and 
into the observation plane. For the position of the movable inlet portrayed in Figure 8.1 
the residence time of  the aerosols, at (and close to) the center of the reactor, is shorter 
then the time required for water vapor flow to diffuse to the center, therefore only the 
aerosols near the wall are deliquesced as shown by Figure 8.1.  
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 With increasing contact time, an increase in the thickness of the boundary layer 
leads to a higher number of deliquesced particles in the flow. In this particular example 
by the time the aerosols reach the observation point only a fraction of them is 
deliquesced, a dry core remaining in the center of the flow. Thus, what we observe at the 
observation plane is a mixture of crystalline particles and saturated ammonium sulfate 
solution droplets.  
This evolution of the aerosol flow composition is visible in the IR spectra 
recorded at the observation plane (increase in the liquid water bands and broadening of 
the SO4 peak) and subsequently in the composition and size distribution of the aerosol 
particles. 
In general, the humidification system for the deliquescence reactor jacket is set a 
day ahead and the RH and temperature of it monitored overnight to assure that the system 
is in the steady state on the day of experiment. This step is necessary due to the high 
absorption capacity of the Nafion membrane for water and the long times it needs to 
equilibrate with the surrounding humid gas. Typically, we assume that the steady state is 
achieved when the RH of the gas at the exit of the jacket is stable for the past several 
hours and it is then safe to start the experiment. During this time the inlet is kept at closed 
position and the flow tube (inside) is purged with a flow of dry N2. The jackets of the two 
dryers and the pre-humidifier were also continuously purged with dry nitrogen to ensure 
that the system is kept dry.   
On the day of the experiment, the general procedure is the following. Once it is 
established that there are no leaks from the DR jacket side and the system inside is 
completely dry, a background IR spectrum is obtained with dry N2 flowing through the 
system (including through the dryers and the pre-humidifier). The aerosols were then 
introduced in the system and the remaining N2 flows (including dry flows through the 
two dryers and humid through the pre-humidifier) set to already pre determined values 
which bring aerosol flow close to the DRH. The system is monitored until it reaches 
steady state, by continuously recording the IR spectra of the aerosol flow and measuring 
the temperature and RH of the humid flow through the DR jacket.  
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We consider the steady state is achieved when there is no more change in the 
aerosol spectra and in the RH and temperature of the aerosol and humid N2 flow through 
the jacket over 30 minutes .The typical time from the start up to the system reaching a 
steady state is around 1-2 hrs.  
With the movable inlet still in closed position, the aerosol spectrum is 
continuously recorded and the RH and temperature of the flow through the jacket 
monitored over a period of 5-10 minutes. The inlet is then moved to the first, open 
position and the system is monitored until it becomes steady, which typically requires 
about 30 to 45 minutes. The equilibration time is the time required for the Nafion 
membrane and the humidified nitrogen in the reactor’s jacket to reach a new steady state.  
Once the new steady state is reached, the aerosol spectrum and the RH of the humid flow 
in the jacket are again recorded over a similar period of time (5-10 min). This whole 
procedure of moving the inlet to the next position, waiting until the new steady state is 
reached, and recording the spectra and the RH, is repeated until the inlet is moved at the 
highest open position. This position does not necessarily correspond to a completely open 
reactor – it is rather a pre-determined position of the inlet for which it was found that 
only crystalline particles and saturated solution droplets were present in the aerosol flow 
at the reactor’s exit. The inlet is then again returned to the completely closed position, 
and after reaching the steady state the spectra and the RH recorded and compared to the 
measurements from the beginning of the experiment. This step is to verify that there has 
been no change in the initial conditions in the course of the experiment, in terms of both 
the amount and composition of aerosols and the RH of the flow. Finally, the aerosol and 
the pre-humidified N2 flows are disconnected and the system dried by introducing dry N2 
flow into the reactor and all the dryers and the pre-humidifier. With system completely 
dry and only N2 gas flowing through, an IR spectrum is recorded again to verify that 
there has been no shift in the baseline since the beginning of the experiment.  
The aerosol size, number distribution and composition at each inlet position are 
determined by applying the retrieval procedure (described in Section 2.2) to the IR 
extinction spectrum recorded at those conditions.  
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The amount of water vapor transferred from the reactor jacket to the aerosol flow 
at each inlet position is determined from the change of the RH of the flow at the exit of 
the jacket relative to its initial RH (with inlet closed).  
As previously described in Section 3.8, this humidity was measured using the 
Vaisala humidity probe. These values are then compared with the estimates obtained 
from the composition of the aerosol flow (itself), where the total water vapor taken by the 
aerosol flow is the sum of the water used for the humidification of the carrier gas and the 
water taken up by aerosols.  
Similarly, the water taken by the inner gas was determined from the change in its 
RH, relative to that at the closed inlet position (where the humidity is determined from 
the IR spectra using the calibration curve, see Section 3.8). The amount of water taken by 
the aerosol was calculated from the aerosol composition and volume distribution, as 
determined by the retrieval procedure. As it will be shown in the following sections, there 
is an excellent agreement in the water balance determined using these two methods. 
All this information, including the aerosol number distribution, its composition, 
and the amount of water vapor transferred to the aerosol flow at each inlet position, were 
used as an input to the model to calculate the uptake coefficient based on the depletion 
rate of water vapor in the aerosol flow.  
 
8.4 Kinetic model test study 
To test the newly developed kinetic model - how well it simulates the water vapor 
concentration in the deliquescence reactor and predicts the final average concentration for 
given initial and boundary conditions – a simplified experiment was performed using 
only nitrogen gas. In this experiment, the N2 flow was pre-humidified to the initial 
conditions comparable to those in an aerosol experiment and then gradually humidified in 
the deliquescence reactor, by varying the position of the movable inlet. The model was 
then used to simulate these conditions and these results were compared with experimental 






          Dry N2 flow (at 1 SLM) was introduced to the same experimental set up shown in 
Figure 3.7. To bring the dry flow to a humidity near DRH before it enters the 
deliquescence reactor, the operating conditions and the functionality of the Nafion dryers 
had to be somewhat modified. For this purpose the first Nafion dryer (100 cm long) was 
turned into a humidifier  (by supplying jacket with 0.2 SLPM of humidified nitrogen), the 
second dryer was closed off (by closing the inlet/outlet of the jacket) and the pre-
humidifier was supplied by 3.3 SLPM of humid nitrogen.  
These conditions resulted in the nitrogen flow RH of around 76% with the 
deliquescence reactor inlet closed. Under those conditions, when there is no water vapor 
transfer in the reactor, the RH at the exit of the reactor’s jacket is about 90.92%, with the 
humid N2 flow rate of 5.2 SLPM. Once in a steady state, the spectra of the humid flow in 
the reactor are taken and the RH in the jacket recorded. The inlet is then moved (up) and 
the reactor open, initially by 1.3 cm. The system is monitored continuously and once the 
system reaches a new steady state the spectra and the RH are recorded again. Following 
this procedure, the inlet is moved to several different positions ranging from 1.3 to 35.2 
cm and the conditions recorded for each state. As mentioned earlier, in the end of the 
experiment a spectra of dry gas are taken again to verify that there were no shifts in the 
baseline in the course of the experiment.  
 
              8.4.2. Results and discussion 
 
              The calculated average amount of water taken by the inner nitrogen flow and 
that given off by the humid nitrogen in the jacket for different contact distances, as well 
as the difference between the two are shown in Table 8.1. In this case, since there are no 
aerosols present, the water taken by the inner flow was just due to the increase in its 
relative humidity. In our calculations we used the difference between the two RH 
measurements to estimate the amount of water gained or lost by the gas. This approach 




Column four in Table 8.1 shows that there is an excellent agreement in the 
amount of water transfer estimated in the two ways, with error being mainly up to around 
5%. The closed water balance suggests that no significant amount of water is absorbed or 
released by Nafion membrane, which we know has a large capacity for water which is a 
function of ambient relative humidity.  
Table 8.1: Comparison of the mass balance of water transferred from the jacket to 








Average amount of  
H2O vapor taken by 





H2O vapor given 
away by humid N2 
in the jacket, Fi, 
g/min 
Difference in the 
amount of water 
transferred, as 
determined by the 
two methods, 
% 
1.3 2.71×10-4 2.80×10-4 3.2 
2.8 6.08×10-4 6.11×10-4 0.5 
5.0 7.88×10-4 8.06×10-4 2.2 
7.5 1.15×10-4 1.07×10-4 - 6.9 
10.2 1.37×10-4 1.31×10-4 - 4.3 
21.5 1.92×10-3 1.94×10-3 1.0 
35.2 2.26×10-3 2.18×10-3 - 3.5 
 
              The calculated water vapor flow through the membrane can be used to estimate 
its flux through the wall, which may be used as a boundary condition by the model. The 
fluxes of water vapor at the wall, determined in two different ways, are shown in Table 
8.1. Column three in the table shows average values of the flux through an entire segment 
for each contact distance, obtained from the total water vapor flow through the segment, 












Table 8.2: Calculated average fluxes through the Nafion for entire segments and 










Average water vapor 
flux through the 
entire segment,  
Φentire segment, 
g/cm2 min 





Average water vapor 




1.3 13.74 2.04×10-5 13.74 2.04×10-5 
2.8 30.79 1.99×10-5 17.05 1.32×10-5 
5.0 54.98 1.47×10-5 24.19 1.25×10-5 
7.5 82.47 1.30×10-5 27.49 9.60×10-6 
10.2 112.15 1.19×10-5 29.68 8.76×10-6 
21.5 236.40 8.12×10-6 124.25 4.75×10-6 
35.2 387.04 5.62×10-6 150.64 1.73×10-6 
 
 The last column in the Table 8.2 shows average fluxes for individual sections of a 
segment determined from the differences between the flows measured at successive inlet 













                                                   (8-10) 
 In order to use the fluxes determined this way as boundary conditions, they are 
fitted as a function of contact distance to eliminate the discrete nature of the data. As 
shown in Figure 8.2, the dependence is well represented by an exponential function, fitted 
in a way that the total area under the histogram (which is proportional to the total amount 
of water transferred per time unit) be preserved. As expected, in a co-current exchanger 
the flux is highest at initial contact times and decays rapidly, in order to level off at long 






























Figure 8.2:  Fitted average water vapor flux for segments.  
 
 
Using these two set of fluxes (averaged though an entire segment and the fitted 
flux) as boundary conditions and the RH in the system at closed inlet position as the 
initial condition, the average concentration of water vapor at the exit of the reactor was 
calculated  for each contact distance. The results of the simulation are shown in Table 8.3 
and in Figures 8.3 and 8.4. The relative errors between the experimental (Table 8.1, 
column 3) and calculated values for each flux profile are shown in Table 8.3.  It can be 
seen that there is an excellent agreement between the simulated and experimental values, 
with errors mainly smaller than 0.5 % for either flux condition. That was rather expected, 
considering the closed mass balances for the water transferred in the system (see Table 







Table 8.3: Results obtained using average and fitted fluxes, to simulate water vapor 










([H2O]calc - [H2O]exp)/ 
[H2O]calc 
using average flux, 
 % 
 
([H2O]calc - [H2O]exp)/ 
[H2O]calc 
using fitted flux, 
 % 
1.3 0.72 0.41 -0.02 
2.8 1.62 0.51 -0.38 
5.0 2.88 0.29 0.12 
7.5 4.33 0.01 0.05 
10.2 5.89 0.12 -0.003 
21.5 12.40 -0.23 -0.29 
35.2 20.31 -0.20 -0.18 
 
 Figure 8.3 shows the simulation of water vapor concentration in the reactor for the 
longest (22.1 s) contact time, using average flux through the entire contact area. The red 
line shows the calculated average concentration in the reactor, the blue line - the 
calculated concentration at the wall, and the green point - the experimentally measured 
average concentration in the reactor. Although this model does a very good job in 
predicting the concentration at the exit of the reactor, it does not capture well the axial 
concentration profile of the flow, which is simulated as a linear function of contact time. 
This is clearly due to the fact that the average flux profile was used as boundary condition 
at the wall, which we know is not realistic in the case of concurrent transfer. This is even 
more apparent in Figure 8.4, which shows simulations of the concentration in the reactor 
for all contact times. In each case, it is evident that the end concentration was very well 
predicted (as also shown in table 8.3), although the realistic physical description of the 
reactor in between is lacking. However, as it can be also seen in Figure 8.4, when the data 
are observed as a collection rather then individually, they provide valuable information 
on the actual state in the reactor. The simulated end concentrations plotted as a function 
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Figure 8.3: Simulation of water vapor concentration in the deliquescence reactor. 
The average flux through the entire contact area was used in calculating the 






































Figure 8.4:  Simulated average water vapor concentrations in the reactor and at the 
wall and the experimental recorded values, for seven different contact times. The 
average flux through the entire contact area was used in calculating the 
concentration of water 
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 Figure 8.5 shows the water vapor concentration in the reactor, simulated using the 
fitted flux profile obtained from segmented sections (see Fig. 8.2). The same flux profile 
was used to calculate concentrations for all contact times, so the single red line in Figure 
8.5 represents the simulated average concentration profile for all cases. Again, the blue 
line shows the retrieved wall concentration and the green points - the experimental 
measurements. The benefit of using the fitted flux profile is obvious, since it not only 
well simulates the end concentrations, but also the concentration history in the reactor.  
As expected for the set up in our case, due to high fluxes at early contact times there is a 
sharp increase in the concentration profile initially, which gradually subsides with contact 
time. 
 Due to the apparent advantage of dealing with the fitted flux profile, similar 
approach will be used in the deliquescence kinetic experiment. Although the flux profile 
will not be used directly as a boundary condition, experiments like these will be 
employed to obtain wall concentrations under  conditions similar to those in kinetic 
experiments, and those wall concentrations subsequently used as boundary conditions 































Figure 8.5: Flux profile in the reactor and at the wall, obtained by fitting calculated 
fluxes for each segment.  
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8.5 Aerosol experiment 
 
8.5.1 Experimental  
In the deliquescence kinetics experiments the aerosols were produced by 
nebulizing a 2 M solution ammonium sulfate (Mira Mist Nebulizer was used for this 
purpose). The flow rate of the generated aerosol was 0.92 l/min, obtained by operating 
the nebulizer at 45 PSI backing pressure. The aerosol droplets were dried by passing the 
aerosol thorough a series of two Nafion dryers, in order to bring its humidity down to the 
level below the efflorescence point (RH<35%).  
To achieve this level of drying, dryer I (100 cm long) and II (50 cm long) were 
supplied by dry nitrogen flows at the rates of 1.5 and 0.8 l/min, respectively. This set up 
resulted in the aerosol flow RH at the exit of the drying system at about 27-30 %  
Dry aerosol flow was subsequently passed through the Nafion-based pre-
humidifier, in which its RH was raised to 77.5%. For that purpose, the jacket of the pre-
humidifier was supplied with 3 l/min humid nitrogen gas (at around 93 % RH), produced 
using the bubblers system. As described in detail in Section 8.3, once the system reached 
a steady state, the spectra of the aerosols were recorded, as well as the RH and 
temperature of the humid flow in the reactor jacket. Such measurements were taken at 
seven different inlet positions including at 0 cm (inlet closed), 1.3, 2.5, 5.0, 7.5, 21.5, and 
35.2 cm open inlet position. As always, all measurements were taken at steady state. 
 
8.5.2 Results and discussions 
 The seven IR extinction spectra of AMS aerosols, corresponding to different inlet 
positions, are shown in Figure 8.6. These spectra were obtained after CO2 and H2O vapor 
subtraction. Due to the changes in the composition with increasing RH, the spectra 
exhibit familiar change in the shape and the position of the AMS and liquid water 




















Figure 8.6: Examples of (NH4)2SO4 spectra recorded during a deliquescence 
experiment. 
 To quantify the change in the aerosol composition and their number density with 
contact distance, the spectra are fitted by applying the iterative procedure. The 
composition of the spectra was initially analyzed using optical constants for crystalline 
AMS, 40% wt. (saturated) solution, 35 % and 30 % wt. solutions. The retrieved 
distributions indicated the presence of only solid and saturated AMS solution in the 
system, even at the highest humidification levels. Therefore, in further analysis of the 
spectra, only these two components were considered. The retrieved volume distributions, 
corresponding to each of the spectrum in Figure 8.6, are shown in Figures 8.7 through 
8.10. As reflected by the distribution obtained at the zero contact time, Figure 8.7(a.), for 
practical purposes aerosols are all in crystalline phase, with liquid phase accounting for 
only  0.1%-0.05% aerosols (by number). The picture starts to change with increasing 
contact times and RHs. At longer contact distances, more water is exchanged between the 
jacket and the aerosol flow, and there is more time available for water vapor molecules to 
diffuse further into the reactor. The direct consequence of this is that more crystalline 
AMS particles are converted into saturated solution by taking up the water from the 
environment. This gradual increase in the content of liquid water in the aerosol is well 
























































Figure 8.7: Volume distribution retrieved from an experimental IR (NH4)2SO4 
spectrum of 77.6% RH (a) and 78.5% RH (b). 












































Figure 8.8: Volume distribution retrieved from an experimental IR (NH4)2SO4 
spectrum of 78.6% RH (a) and 79.9% RH (b). 
r (μm)


























































Figure 8.9: Volume distribution retrieved from an experimental IR (NH4)2SO4 
spectrum of 80.2% RH (a) and 80.5% RH (b). 
r (μm)












































Figure 8.10: Volume distribution retrieved from an experimental IR (NH4)2SO4 
spectrum of 80.6% RH. 
 
 
 Table 8.4 summarizes the composition of the aerosol flow retrieved at different 
contact times, including the amount of AMS and liquid water in aerosols, and the amount 
of water vapor in the carrier gas. The amount of AMS and liquid water in the aerosol 
particles were obtained from the spectra, in particular, the distributions shown in Figures 
8.7-8.10. The amount of water taken by the carrier gas (Table 8.4, column 3) was 




















Table 8.4: Summary of the experimental conditions, the amount of AMS and water 











RH of the 

















Inlet closed 0.0 77.5 0.960 0.00 0.00 
1.3 0.78 78.6 0.960 0.059 2.10×10-4 
2.8 1.76 78.7 0.971 0.129 2.16×10-4 
5.0 3.14 79.9 0.982 0.137 4.48×10-4 
7.5 4.70 80.2 0.975 0.264 4.98×10-4 
21.5 13.5 80.5 0.929 0.522 5.59×10-4 
35.2 22.8 80.6 0.911 0.693 5.63×10-4 
 
 As seen in the fourth column, the consistency in the amount of AMS through out 
the experiment is satisfactory. This suggests that there are no significant losses of the 
material in the system (or at least that its loss rate is constant) like, for instance, in the 
case of the deposition of aerosols at the walls. As expected, there is a steady increase in 
the amount of water taken up by aerosols (column 5) with contact time, the amount being 
comparable to the water taken by the carrier gas for the longest residence time. 
 The mass balance of the water transferred to the aerosol flow is shown in Table 
8.5. In the case when aerosols are present, the total amount of water taken by the aerosol 
flow, shown here in column 2, is due to the water taken up by aerosol and the carrier gas, 
shown in Table 8.4, columns 5 and 6, respectively. These values are compared to the 
amount of water given away by the humid flow in the jacket and are shown in column 3 
(Table 8.5). As it can be seen, there is a good agreement in the amount of water 
determined by these two methods, with the difference in most cases less than 10%, and 
maximum of 16% in the case of one measurement. 
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Table 8.5: Comparison of water amount transferred from the jacket to aerosol flow 







 In order to apply the kinetic model, proper boundary conditions are also needed. 
After testing the boundary conditions approach described in the previous section, it was 
found that the most consistent results are obtained when using the wall concentration 
estimated in a separate “boundary conditions” experiment. The boundary conditions 
experiment is, basically, the same type of the experiment described in Section 8.4.1. In 
this experiment, a N2 gas at the same temperature, of the same flow rate (0.92 l/min) and 
the same initial RH (77.5 %) was humidified in the deliquescence reactor. The 
humidification was carried out using the same initial RH of the flow in the jacket and the 
experiment run in a way that the amount of water transferred to the inside flow was kept 
as close as possible to the amount of water transferred to the aerosol flow in the 
deliquescence kinetic experiment.  The fitted flux obtained from that experiment was 
similarly used to verify the water mass balance, and the generated water concentration at 
the wall from that simulation used as the boundary conditions for the kinetic experiment. 
Figure 8.11 shows the water vapor concentration at the wall (blue line), obtained from 






Total H2O taken by 




H2O given away 
from the flow in 
the jacket, g/min
 
Difference in the 
H2O balance 
determined by the 
two methods, 
 % 
Inlet closed 0.00 0.00 / 
1.3 2.64×10-4 2.83×10-4 6.7 
2.8 3.35×10-4 3.99×10-4 16.0 
5.0 5.74×10-4 5.77×10-4 0.52 
7.5 7.43×10-4 7.87×10-4 5.6 
21.5 1.04×10-3 1.13×10-3 7.9 
35.2 1.29×10-3 1.28×10-3 -0.77 
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Using this estimated wall concentration profile and assuming DRH = 79.6 %, the model 
was used to simulate the uptake of aerosols at each contact distance. The results of these 
simulations are shown in Table 8.6 and Figure 8.11. As discussed in Section 8.2, the 
uptake coefficient for each contact distance was determined as the value which generates 
the best agreement between the measured and calculated average concentration at the exit 
of the reactor. That is why all the simulation profiles shown in the Figure 8.11 “end” in 
the corresponding experimental measurement. It can be also observed that the simulated 
concentration profiles, shown in Figure 8.11, do not necessarily follow the “same” line. 
This is understandable, since these simulations were generated from different 
distributions, obtained at respective contact times. Although the individual simulations do 
not predict the “identical” average concentration routes, they are still similar enough and, 




































Figure 8.11: Simulated average water vapor concentrations in the reactor and at the 




 As shown in Table 8.6, the calculated gamma values for the contact distances 
from 5.0 to 35.2 cm are rather consistent, ranging between 0.0064 and 0.0080. It can be 
also noted that no results were reported for the two shortest contact distances - 1.3 and 
2.5 cm. For these conditions, simulation did not result in any meaningful γ value, that is, 
the calculated values were outside the physically possible 0-1 range. This is most likely 
due to the fact that for this region it is difficult to accurately estimate the steep profile in 
the boundary conditions. Under those conditions there is a rather small amount of 
deliquesced aerosols, located primarily in the region next to or, virtually, at the wall, and 
any error in the estimated wall concentration will thus affect the simulation.  
 





Residence time, s 
γ, 
79.6% DRH as a cutoff value 
1.3 0.78 / 
2.8 1.76 / 
5.0 3.14 0.0069 ± 4.34x10-3 
7.5 4.70 0.0064 ± 2.40x10-3 
21.5 13.5 0.0075 ± 2.99x10-3 
35.2 22.8 0.0080 ± 3.03x10-3 
Weighted mean of all determinations 0.0072 ± 6.54x10-3 
 
  
 The sensitivity analysis of gamma has shown that uncertainties are mostly due to 
errors in estimating boundary conditions and aerosol size distribution. Although the 
accuracy of the humidity probe for this particular experiment was estimated to be 0.5%, 
this does not significantly contribute to the uncertainty in the calculated gamma. This is 
due to the fact that calculation of the uptake involves only relative changes in RH with 
respect to a certain referent value, like for instance in this case our initial RH (closed inlet 
position) of the aerosol flow. However, the choice of the representative DRH (cutoff) 
value with respect to the RHs corresponding to the beginning and the end of 
deliquescence process can significantly affect the calculated value of the uptake 
coefficient, as shown in Table 8.7. 
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1.3 0.78 / / / 
2.8 1.76 / / / 
5.0 3.14 0.0069 0.0033 0.0780 
7.5 4.70 0.0064 0.0028 0.549 
21.5 13.5 0.0075 0.0034 0.476 
35.2 22.8 0.0080 0.0034 0.695 
 
As expected, lower DRH cut-off values result in a decrease in the calculated gamma, 
whereas higher values lead to a significant increase in gamma. This is a direct 
consequence of the fact that DRH cut-off value determines the thickness of the boundary 
layer, within which it is assumed that all aerosols are deliquesced, while none is 
deliquesced   in the dry core. This means that at a lower cut off value, the boundary layer 
is widened and the rate of the water uptake averaged over a bigger number of aerosols 
resulting in smaller γ. Similarly a higher cut-off value the thickness of the boundary layer 
is reduced and the uptake is due to a small fraction of particles in the high concentration 
region near the wall, resulting in high γs. As shown by the deliquescence experiment 
described in Chapter 7, this is not true description of the system. As it was shown by that 
experiment, there are aerosols deliquesced below that cut off RH, as well as that there are 
still non-deliquesced aerosols above that cut-off value.  
This suggests that the kinetic model, in particular the part dealing with the 











 In this work, the kinetics of the deliquescence process of ammonium sulfate 
aerosols has been studied experimentally. To the best of our knowledge, there have been 
no previous experimental (or theoretical) data available on the water vapor uptake by 
solid AMS aerosols and this is the first study of this kind. For that purpose, a new flow 
tube apparatus was designed. The apparatus is based on the system of Nafion dryers and 
humidifiers, which allows easy drying and humidification of the aerosol flow. The 
deliquescence reactor, witch is again a form of a Nafion humidifier, is also equipped with 
a movable inlet. The inlet enables easy variation of the contact time between aerosols and 
water vapor from the jacket, while keeping other experimental conditions constant. The 
system utilizes a Burgener nebulizer, which was shown to provide a stable source of 
aerosols over extended periods of time. 
 In the course of this work we have also tested and verified the numerical method 
for the characterization of aerosols from their IR extinction spectra. The method allows 
that the size, number distribution, phase and composition of aerosols be determined 
provided reliable refractive indices of the materials are known. For that purpose, we did a 
separate set of experiments to generate optical constants for the aerosol materials that are 
directly relevant to the AMS kinetic study. As a result of this work, we derived and 
reported a set of improved optical constants for solid AMS and a range of AMS solutions, 
from saturated (40% wt) to diluted (10% wt) liquid, in 5 % increments.  
 We have further shown that our new optical constants provide better fitting of the 
experimental spectra than those reported by B.Toon (for crystalline AMS) and S.Martin 
(for AMS solutions) and, thus, more reliable retrieval of particle distributions. Therefore, 
the new indices of refraction were used in the subsequent deliquescence and 
deliquescence kinetics experiments.These optical constants are also intended for the use 
in the characterization of AMS (aerosols) in remote sensing.  
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  In the preparation for the kinetics study, the new deliquescence apparatus was 
tested by performing a standard deliquescence experiment to generate the well studied 
deliquescence curve of AMS. Under equilibrium conditions, the deliquescence in our 
flow system was observed to occur at RHs between the 77.9 and 80.8%, with the mean 
value determined as 79.6%±0.85. This is in excellent agreement with other values 
previously reported in the literature which are, typically, in the 78-80% range. Somewhat 
early onset of the deliquescence (77.9%) observed in our case could, perhaps, be 
attributed to the presence of water trapped in the particle pores during the drying process. 
For the purpose of the deliquescence kinetic study, a new kinetic model was 
developed. The model allows determination of the water uptake on aerosols, based on the 
water vapor depletion in a laminar aerosol flow and the known number distribution of the 
deliquesced aerosols. The experiments were carried out at different degrees of 
deliquescence of solid aerosols in the flow, achieved by varying the contact time between 
the aerosol flow and water in the deliquescence reactor. The amount of water vapor 
transferred to the aerosol flow and the amount depleted due to its uptake by aerosols, 
were determined by monitoring relative humidities of the aerosol flow and the humid 
nitrogen flow in the reactor jacket. The number distributions of deliquesced aerosols were 
obtained from the IR extinction spectra, using the retrieval procedure. 
The uptake coefficient of water vapor on solid AMS aerosols was determined to 
be in the range of 0.0025-0.011, with a weighted mean value of 0.0071, when assuming 
the deliquescence point at its mean value of 79.6 %. The sensitivity analysis of the model 
showed that the major uncertainty in the derived γ is due to the uncertainty in boundary 
conditions and retrieved size distribution. While the absolute value of RHs, including 
DRH, do not contribute significantly to this uncertainty, the choice of the DRH cut-off 
value does. This is due to the fact that the deliquescence does not occur abruptly at a 
single RH but over a range of humidities. The simplified approach of the current model 
regarding the treatment of the DRH point is something that should be addressed in future 






9.2 Considerations for future work 
 We propose an improvement to the model, which would allow a more 
realistic treatment of the deliquescence process with respect to DRH. Since deliquescence 
apparently occurs over a range of humidities rather than at a single point, it seems 
necessary that the process be treated statistically.  
This could be done by incorporating the probability density function (pdf) of the 
aerosol deliquescence in the humidity range of interest. For that purpose, the pdf function 
can be potentially generated from the dry and deliquesced aerosol number distributions 
retrieved in the standard deliquescence experiment (Chapter 7). 
Once the kinetic model has been improved and the value of the water uptake on 
crystalline ammonium sulfate determined more accurately, it would be possible to further 
study the uptake of water on more diluted ammonium sulfate solution droplets. The 
versatility of the experimental setup and the tools developed for the characterization of 
ammonium sulfate aerosols allows us to study the deliquescence kinetic of other 
hygroscopic aerosols. In many cases, that would also require prior determination of the 
optical constants for the new aerosol materials which, as we showed, can be done easily 
in the existing or slightly modified set up. 
It is known that the aerosol particles in the atmosphere often contain more than 
one component and their behavior as a cloud condensation nuclei (and their chemical and 
physical properties) is affected by their composition. Provided the database of the optical 
constants is available or the constants generated independently, the same method can be 
applied to study the uptake coefficient of multicomponent aerosols, such as mixed salts or 
inorganic-organic mixtures. This information would represent a valuable input to the 
models describing the effect of aerosols on climate change. 
Finally, it should be noted that although there are obvious practical limitations to 
it, it would be very interesting to be able to study monodisperse aerosols. So far, we have 
been working with polydisperse aerosols, for which we have observed that the 
deliquescence occurs throughout all the modes in parallel. Thus, the derived uptake 
coefficient in this case refers to an average value, for the particular aerosol size 
distribution.  
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The fact is that working with monodisperse aerosols would to great extent 
simplify the entire procedure and the retrieval of more reliable kinetic data. However, 
more importantly, it would allow us to access the role of the aerosol size on the water 
uptake kinetics, a piece of information that would be of great interest not only to the 























Nafion dryer performance testing 
To establish optimal operating conditions for our experiments, we tested the 
Nafion dryer performance as a function of purge nitrogen flow rate, temperature and 
operating pressure of the atomizer. The experimental setups used for this study were the 
same as those employed in the study of optical constants for crystalline ammonium 
sulfate and SEM study, described in Chapters 3 and 4 respectively. 
To asses the effect of the purge nitrogen flow rate on the Nafion drying 
efficiency, a solution of 2M (NH4)2SO4 was atomized and the aerosols were carried into 
the system by 3 SLPM dry nitrogen. In this experiment the purge gas flow was varied 
from 3 to 26 SLPM. The RH obtained for each purge flow/aerosol flow ratio is presented 
in Table 6. 
 
Table 1: The relative humidities measured as a function of the purge-to-aerosol flow 
ratio  
 
Purge flow/Aerosol flow 2.33 3 3.67 4.33 5 8.67 
RH,% 18.13 17.3 19 16.17 15.6 13.9 
 
When changing experimental conditions we make sure that the system reached 
the new equilibrium state (constant RH and temperature), before recording spectra and 
moving on to new settings. For this particular experimental set up, we found that it takes 
about 15 minutes to reach a new equilibrium state. At least two IR spectra are recorded 
for each experimental condition to double check the RH.  
As Figure 1 shows, the RH of the aerosol flow decreases linearly with the 
increase in the purge flow rate and it levels off at the purge-to-aerosol flow ratio of 
around 8. Additional increase in the purge flow rate does not contribute significantly to 
the further decrease in RH. This leads us to the conclusion that at this point the water 
vapor transfer from the aerosol side is diffusion limited and that for this geometry (size) 


















Figure 1: Efficiency of the Nafion dryer as a function of purge/aerosol flow rate at 
room temperature.  
 
In the experiments carried out to test the temperature effect on the Nafion drying 
efficiency, the dryer was wrapped in foam insulation to reduce the temperature transfer 
between the system and the outside environment, and a thermocouple was introduced into 
the lower jacket inlet. Since Nafion drying efficiency depends inversely on temperature, 
the dryer was supplied with a flow of cooled purge gas, obtained by passing dry nitrogen 
through a copper coil immersed in an ice bath. At the exit of the ice bath, the copper 
tubing is wrapped with heating tape, this setup giving us control over the temperature of 
the purge gas. The results of this experiment are presented in Figure 2 where the red line 
indicated nearly the linear change in RH with the decrease in temperature and increase in 
the purge-to-aerosol flow ratio. As it can be seen, at a temperature of 9.4oC and a flow 
ratio of 11, the RH can be reduced to 11.5%. Further decrease in temperature would 
require even higher drying flows which result in Nafion collapsing (inward).  
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Figure 2: Nafion dryer efficiency dependence on the temperature and on the 
purge/aerosol flow rate. 
 
The drying efficiency of the system was also tested in the presence of a KOH 
dryer, later used in the SEM experiments. In this particular experiment, aerosols were 
generated by atomizing 0.5 M (NH4)2SO4 solution at 3 SLM. A set of experiments was 
done in which the aerosol flow was dried by using the Nafion or the KOH dryer only, or 
the combination of the two. The results are shown in Figure 3. It can be seen that at both, 
room and low temperature, there is a decrease in RH of the aerosol flow when the KOH 
dryer is connected to the experimental setup. A decrease of approximately 3% RH is seen 
at room temperature for any flow ratio, whereas a 4% RH decrease takes place at lower 
























Figure 3: Water removal (from the aerosol flow) dependence on the: purge/aerosol 
flow rate (black line), temperature & purge/aerosol flow rate (red line), second 
dryer –KOH & purge/aerosol flow rate (blue line), second dryer & temperature & 
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